Control and signalling

7 Pushbuttons and selector switches

B Simple and snap on installation
B Highly conductive contacts

B Robust for severe ambient
conditions

B Contact operation: double breaking
action, direct opening operation
and self cleaning

H Plastic and metal enclosure.
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BUTTON ACTUATORS @22mm

e Spring return flush, extended and shrouded
e Push-push flush and extended

* Mushroom-head

* Mechanical reset

e [lluminated.

Page 7-13 to 15

PILOT LIGHTS 822mm
¢ Monoblock LED.

MONOBLOCK BUZZERS @22mm
 Continuous or pulse tone.

COMMUNICATION INTERFACES 822mm
* USB
* RJ45.

Page 7-14

POTENTIOMETERS 822mm
 Potentiometer included in the product with
graduated scale.
e Metal potentiometer drives with:
— graduated scale
— variable index.

Page 7-4to7 and 11
7-28to30and 33

Page7-8 and 12
7-31 and 34

DOUBLE AND TRIPLE TOUCH
ACTUATORS #22mm

¢ Double touch with or without indicator
e Triple touch.

7-381043
ADD-ON ELEMENTS,

ACCESSORIES AND SPARE PARTS FOR
PUSHBUTTONS AND SELECTOR SWITCHES

* Mounting adapter

* Contact elements

o LED integrated elements

e Lamp holders

e Labelling and label holders
* Bulbs.

Page 7-37

METAL JOYSTICKS @22mm

e 2 directions

* 4 directions

e 2 directions with mechanical interlock
* 4 directions with mechanical interlock
» Complete with contact elements.

Page7-9 and 12

7-32 and 35
SELECTOR SWITCHES @22mm

e Short lever
e Long lever
* Key

* Knob

e |lluminated.

Page 7-25

CONTROL STATIONS
* 1 t0 6 holes option without actuators
» Complete units with 1 button.

LA A A J
LA A A J

LA A 2 J

8

METAL CONTROL STATIONS
* Without actuators (from 1 to 16 holes)
* \ersion without holes.

LA A A J
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7 Pushbuttons and selector switches

10mm

® LOW ACTUATOR PROFILE
The external actuator bezel has a low profile and

reduced front thickness.

® CUSTOMISING CAPABILITY

and IP69K

DESIGN

® HIGH DEGREE OF PROTECTION IP66, IP67

The actuators have been tested to guarantee a degree of protection
per IEC/EN IP66, IP67, IP69K and UL Type 4X, appropriate for use
even in extreme ambient conditions.

® ELEGANT STYLE AND ERGONOMIC

All the series elements have an ergonomic design and, at the same
time, particular care has been given to minimum detail aesthetics.

® LONG ACTUATOR MECHANICAL LIFE
High performance characteristics assure 5,000,000 cycle mechanical
life for spring-return actuators, 1,000,000 for double and triple touch
units and 300,000 for emergency-stop types.

® MATERIALS RESISTANT TO OILS,
SOLVENTS AND HYDROCARBONS

® USAGE AT EXTREME TEMPERATURE

CONDITIONS

Operation temperature range between -25° and +70°C.

To simplify stock management, the series includes actuators without cap or lens and

separate caps and lenses for quick installation or replacement on spring return and

push-push types; all these are sold as accessories.

@ QUICK AND EASY ACTUATOR
INSTALLATION

o
ﬂ
-

- Actuator fixing on the mounting
surface, through a @22mm/0.87”
drilled hole, is obtained using its
threaded ring, easily rotated by
hand or by socket spanner/wrench.

B

- There is an anti-rotation fastener,
duly sized to avoid actuator rotation
on the mounting surface and to give
an orientation reference point for
users during panel installation and
during contact fitting on the
actuator.

- This anti-rotation fastener collapses
inside the gasket to allow fitting also
when drilled holes are round without
reference index.

- The sealing gasket for the actuator
mounting surface has a gripping
action (suction effect) offering
additional adhesion properties.

7-2

Click!

- The mounting adapter and the
actuators each have clearly visible
reference indications making the
snap-on fitting between the two
easy and intuitive.

Click!
‘o iy N

- Electrical contact and LED elements
are snapped onto the mounting
adapter.

- The activation of the middle
contacts is standard supplied on all
non-illuminated spring return and
push-push button or selector switch
actuators.

® cULus, EAC, RINA and CCC

CERTIFICATIONS.

@ REDUCED DIMENSIONS AND
INTERAXIS

<30
{187 |
30 o
(1187
L ]
cr
ik <
3 7N
@223,
(0.88")
Minimum pitch:

- 30x40mm/1.18x1.57” between
drillings for two actuators on a
mounting surface

- 30x55mm/1.18x2.16” between
drillings for two double and
triple-touch actuators or when
spring clamp contacts are used.

T43mm (1.69")1

- Total depth, from the external
mounting surface to the end of the
first contact element is just
43mm/1.69”.

@ CONTACT ELEMENTS

- Miniaturised size

- High electric conductivity - 5V TmA

- Up to 9 contact elements can be
installed

- Available versions: Front and base
mount with screw terminals while
front-mount only with faston and
spring-clamp terminals

- Contact operation: double breaking
action, direct (positive) action
operation and wiping effect.

@ HIGH-LUMINOSITY LED ELEMENTS

-

4=

- Miniaturised size

- Long electrical life: 100,000h

- Versions for base mounting and with
screw or spring-clamp terminals

- Overvoltage protection

- Withstand vibrations

- Protection against stray currents in
wiring

- Flickering phenomenon reduction

- Steady and flashing light versions

- Supply voltages:
¢ 12...30VAC/DC
* 85...140VAC
*185...265VAC

- Test elements installed beside and
connected with the relative LED
element allow checking if all LED
elements of the installation are
working properly.




7 Pushbuttons and selector switches

@ DOUBLE AND TRIPLE TOUCH
ACTUATORS

- |EC IP66, IP67, IP69K and UL Type 4X
degree of protection

- Double touch button actuators, with
2 flush or 1 flush and 1 extended
buttons

- Triple touch button actuators with
2 flush and middle extended butons

- Versions with or without indicator.

@ MECHANICAL RESET BUTTONS

- Rod adjustment directly on acutator
front (1...4mm/0.04...0.16").

- Up to 6 contact elements can be
mounted

@ ADAPTER FOR DIN RAIL MOUNTING

A

- Permits the fitting of the Platinum
and 8 LM2T series buttons on DIN
rail, in panels and modular boxes.
Only 35mm/1.38” wide (2 modules).

@ EMERGENCY STOP ACTUATORS

- Actuator structure suitable to warrant
direct opening operation with
mechanical latching for emergency
stopping per IS0 13850 and IEC/EN
60947-5-5.

- Auto-monitor contact elements are
available with functions to:

« Constantly control the correct
installation (mounting adapter and
NC contact with the actuator) and
proper operation of the NC contact

* Open the circuit in the case of
malfunctions (e.g. the contact
detaches from the mounting
adapter due to strong vibrations or
shock).

- There is a green line around the
actuator body to spot when the
emergency stop is at rest or
activated.

- Use of Ronis keys

- Various accessories available (e.g.
yellow E-stop disks, padlockable
protection and rubber actuator
boots).

@ SHROUD

- Suitable for all Platinum and 8 LM2T
mushroom-head latch buttons,
guarantees protection against
accidental on-board machinery
contact.

@ SELECTOR SWITCH ACTUATORS

- Lever design assures excellent grip

- High visibility on front or side and
actuator inscription shows exact
switch position

- Activation of the middle contacts is
standard supplied on 2 and 3
position selector switches.

@ MONOBLOCK POTENTIOMETERS

- Potentiometer included in the
product.

- Protection rating 1P66, IP67 and
IP69K and UL Type 4X.

- Resistance values from 1 to 500k<Q.

@ METAL CONTROL STATIONS

h@

*9ee
LA A A J
LA A A J

LA A A J

|
-
- IP66 and IP67 protection degree.
- From 1 to 16 holes version.
-1 hole version with actuator

protection.
- Version without holes.

JLovato

___electric

@ PILOT LIGHTS

© e

- Protection rating I1P66, IP67, IP69K
and UL Type 4X for LED monoblock
pilot lights and pilot light heads.

- Long life and low consumption.

@ MONOBLOCK BUZZERS

- Continuous or pulse-tone monoblock
buzzers in a single product.

- |P40 version (90dB/10cm) and IP66,
IP67, IP69K and UL Type 4X, version
(80dB/10cm) available.

@ COMMUNICATION INTERFACES

- Protection rating IP65, UL Type 4X.

- USB and RJ45 for Ethernet types
with data transmission in both
directions.

- USB type 3.0 (backward compatible
with USB 2.0).

@PLASTIC CONTROL STATIONS

¢

- |P66, IP67, IP69K and UL Type 4X
protection degrees.

- Empty pushbutton stations with 1 to
6 way option and complete control
stations with various mushroom-
head stop buttons

- Quick installation and wiring ease
with the relative base-mount contact
and LED elements, snap in place on
the base

- Installation of screw and spring-
clamp terminal contact and LED
elements also on the internal cover
surface.

7-3




Pushbutton actuators,

spring return

LPC B10...

LPC B20...

LPC B30...

Push-push bhutton
actuators

LPC Q10...

LPC Q20...

Add-on blocks
7-4 pages 7-20 to 24

7 Pushbuttons and selector switches
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Operational characteristics

Order code Colour Qty Wt b ol
per pkg — Any mounting position allowed
S - Ambient conditions:
W [kal « Operating temperature: -25...+70°C
Flush (without mounting adapter). Spring return. « Storage temperature: -40...+85°C
— Degree of protection:
LPC B102 Black 10 0.025 « Per IEC/EN: IP66, IP67 and IP69K
LPC B103 Green 10 0.025 « Per UL/CSA: Type 1, 2, 3R, 4, 4X, 12, 12K.
LPC B104 Red 10 0.025 )
LPC B105 Yellow 10 0025 | Materials
Polyamide.
LPC B106 Blue 10 0.025
LPC B108 White 10 0.025 Mechanical endurance
. - : Operating force: <0.5kg/1.1Ib (actuator).
Extended (without mounting adapter). Spring return. Mechanical life-
LPC B202 Black 10 0.027 — Spring return actuators: 5,000,000 cycles
LPC B203 Green 10 0.027 — Push-push actuators: 500,000 cycles.
LPC B204 Red 10 0.027 Mounting adapter
LPC B205 Yellow 1 0.027 See page 7-20.
LPC B206 Blue 1 0.027 XVDEZ LPX AU120. led throuah a E22mm/B0.67" drill o
: ctuators are installed through a mm/@0.87” drilling wit
LPCB208 | White 1 0027 | 3 threaded fixing ring (Tmax = 2.3Nm/1.69Ibft) also on the
Shrouded (without mounting adapter). Spring return. cover of LPZ control stations.
LPC B302 Black 10 0.027 The mounting adapter directly snaps onto the actuator.
LPC B303 Green 10 0027 Contact elements for spring-return button actuators
LPC B304 Red 10 0.027 See page 7-20, 7-23 or 7-24.
LPC B305 Yellow 1 0.027 Type ‘ Termination
LPC B306 Blue 1 0.027 Front-mount types snap onto LPX AU120 mounting adapter
LPC B308 White 1 0.027 (to purchase separately).
Up to 9 contacts can be fitted: 3 each on the left, middle and
right, one behind the other.
They can also be fitted internally on the cover surface of LPZ
Order code Colour Qty Wit control stations, up to 3 elements per actuator.
per pkg 1NO LPX C10 Screw
n°® ka] LPX CF10 Faston
Flush (without mounting adapter). LPXCS10 Spring clamp
Push on-push off. 1EM LPX C10A Screw
LPC Q1020 Black 10 0.025 e [PX o1 Screw
LPC 01030 Green 10 0.025 LPX CFO1 Faston
LPC Q1040 Red 10 0.025 LPX CS01 Spring clamp
LPC Q1050 Yellow 1 0.025 B [PX CO1D Screw
LPC 01060 BIU? ! 0.025 Base mount types snap into LPZ control station base.
LPC Q1080 White 1 0.025 See examp|e on page 7-27.
Extended (without mounting adapter).
Push on-push off. Up to 3 contacts can be fitted per control station actuator.
LPC 02020 Black 10 0.027 1NO LPX CB10 Screw
LPC 02030 Green 10 0.027 1NC LPX CBO1 Screw
LPC 02040 Red 10 0.027 Contact elements for push-push button actuators
LPC Q2050 Yellow 1 0.027 See page 7-20.
LPC Q206©® Blue 1 0.027 Type:  LPX C10A (1EM)
LPC 02080 | White 1 0.027 LPX CO1 (1NC)

@ Use contact elements LPX C10A (EM) and LPXCO1 (NC) only.

Contact elements LPX C10 (NO) and LPX CO1D (LB) cannot be fitted on

these actuators.

For the number of contacts that can be fitted, see the indication here to the

side.

Accessories and spare parts

pages 7-16 to

Dimensions

19 page 7-48

Contacts snap onto the adapter and also internally on the
cover surface of LPZ control stations.

Up to 6 contacts can be fitted: 2 each on the left, middle and
right, one behind of the other; up to 3 elements per control
station actuator.

All these actuators are standard supplied with action plug for
middle contacts.

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, CCC, RINA.
Compliant with standards: I[EC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.



7 Pushbuttons and selector switches

Mechanical reset huttons,
complete unit,
spring return

LPC R1196

Pushbutton actuators,
spring return, with symhol

LPC B11...

LPC B21...

Add-on blocks
pages 7-20 to 24

Accessories and spare parts
pages 7-16 to 19

Order code Colour Qty Wit
per pkg
n° [ka]

Flush (5.2mm/0.2” stroke). Adjustable length 0-150mm/5.9”.

Complete with shaft (without mounting adapter). Spring return.

LPC R1002 Black 10 0.038
LPC R1003 Green 10 0.038
LPC R1004 Red 10 0.038
LPC R1006 Blue 10 0.038
LPC R1196@® | Blue (RESET) 10 0.038

Extended (5.2mm/0.2” stroke). Adjustable length 0-150mm/5.9”.
Complete with shaft (without mounting adapter). Spring return.

LPCR2004  [Red 1 [0.040
@ With “RESET” caption on actuator.
E.g. Not suitable for LPZ control stations.
Order code Symbol Colour | Qty Wit
per pkg
n° [ka]
Flush (without mounting adapter). Spring return.
LPC B1102 0 Black |10 0.025
LPC B1104 Red 10 0.025
LPC B1113 | Green |10 0.025
LPC B1118 White |10 0.025
LPC B1123 Il Green |1 0.025
LPC B1128 White |1 0.025
LPC B1132 STOP Black |1 0.025
LPC B1134 Red 10 0.025
LPC B1142 Black |10 0.025
—_ | — o
LPC B1148 White |10 0.025
LPC B1152 Black |10 0.025
LPC B1158 T e White |10 0.025
LPC B1163 START Green |10 0.025
LPC B1168 White |1 0.025
LPC B1176 R Blue 1 0.025
LPC B1178 White |1 0.025
LPC B1196 RESET Blue 10 0.025
LPC B1502 <=l | Black |10 0.025
LPC B1512 =< |Black |10 0.025
Extended (without mounting adapter). Spring return.
LPC B2102 0 Black |10 0.027
LPC B2104 Red 10 0.027
LPC B2132 STOP Black |1 0.027
LPC B2134 Red 10 0.027

@ Arrow symbol can be used to indicate right or left.
@ Arrow symbol can be used to indicate up or down.

Dimensions
page 7-48

JLovato
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Operational characteristics

— Any mounting position allowed

- Fine rod adjustment (1-4mm/0.04-0.16”) on front with
screwdriver by removing actuator cap for mechanical
reset buttons

— Ambient conditions:
 Operating temperature: -25...+70°C
« Storage temperature: -40...+85°C

— Degree of protection:
 Per IEC/EN: 1P66, IP67 and IP69K
e Per UL: Type 1, 2, 3R, 4, 4X, 12, 12K.

Mechanical endurance
Operating force: <0.5kg/1.1Ib (actuator).
Mechanical life: 5,000,000 cycles.

Mounting adapter

See page 7-20.

Type: LPX AU120.

Actuators are installed through a @22mm/@0.87” drilling
with a threaded fixing ring (Tmax = 2.3Nm/1.69Ibft) also on
the cover of LPZ control stations except for LPC R... types.
The mounting adapter directly snaps onto the actuator.

Contact elements for mechanical reset buttons

See page 7-20 or 7-23.

Type Termination

Front mount types snap onto LPX AU120 mounting adapter (to
purchase separately), if any contacts are needed.

Up to 6 contacts can be fitted: 3 each on the left and right,
one behind the other.

1NO LPX C10 Screw

LPX CF10 Faston

LPX CS10 Spring clamp
1EM LPX C10A Screw
1NC LPX CO1 Screw

LPX CFO1 Faston

LPX CS01 Spring clamp
1LB LPX CO1D Screw

Contact elements for spring-return button actuators
See pages 7-20, 7-23 or 7-24.

Type | Termination

Front-mount types snap onto LPX AU120 mounting adapter
(to purchase separately).

Up to 9 contacts can be fitted: 3 each on the left, middle and
right; one behind the other.

They can also be fitted internally on the cover surface of
control stations LPZ, up to 3 elements per actuator.

1NO LPX C10 Screw

LPX CF10 Faston

LPX CS10 Spring clamp
1EM LPX C10A Screw
1NC LPX CO1 Screw

LPX CFO1 Faston

LPX CS01 Spring clamp
1LB LPX CO1D Screw

Base-mount types snap into LPZ control station base.
See example on page 7-27.

Up to 3 contacts can be fitted per control station actuator.
1NO LPX CB10 Screw
1NC LPX CBO1 Screw

The LPC B... actuators are standard supplied with action
plug for middle contacts.

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, CCC, RINA.
Compliant with standards: I[EC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.

7-5
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Pushbutton actuators, Order code Symbol Colour | Qty Wit Opf\rna“r?w%%ln[;il:]ara[:)l:i{:(s):]i(;sllowed
spring return, with symbhol _©® per pkg et conifons.
L [kal « Operating temperature: -25...+70°C
Spring return (without mounting adapter). « Storage temperature: -40...+85°C
— Degree of protection:
LPcBoe18® | f0 ® |% 0.027 « Per IEC/EN: IP66, IP67 and IP69K
S LPCBO©®20® OPEN (3] 50 0.027  Per UL/CSA: Type 1, 2, 3R, 4, 4X, 12, 12K.
\ LPCBO®®21© CLOSED (3] 50 0.027 Materials
LPCB0®©®226 e (3] 50 0.027 Polyamide.
< LPCBO®230 =~ ® 50 0.027 Mechanical endurance
LPC B1253 LPCBO©250 + (5) 50 0.027 Operating force: <0.5kg/1.1lb (actuator).
LPCBE0©26© _ ® 50 0.027 Mechanical life: 5,000,000 cycles.
LPCBO®27© L () 50 0.027 Mounting adapter
LPCBOO28® | O ® |50 0027 | Seepage7-20.
~ : Type: LPX AU120.
LPCBO®©®29® \\:‘ { (3] 50 0.027 Actuators are installed through a @22mm/@0.87” drilling with
M) a threaded fixing ring (Tmax = 2.3Nm/1.69Ibft) also on the
LPCBO®30® ® 50 0.027 cover of LPZ control stations.
LPCBO®31© T (5] 50 0.027 The mounting adapter directly snaps onto the actuator.
LPCBO®320 - (3] 50 0.027 Contact elements
LPCBO®33© - (3] 50 0.027 See page 7-20, 7-23 or 7-24
LPCBO®340© MAN (3] 50 0.027 Type ‘ Termination
LPCBO®350 AUTO ) 50 0.027 Front-mount types snap onto LPX AU120 mounting adapter
(to purchase separately).
LPCBO®38© TRIP o 50 0.027 Up to 9 contacts can be fitted: 3 each on the left, middle and
LPCBO®390 TEST 3) 50 0.027 right, one behind the other.
They can also be fitted internally on the cover surface of LPZ
LPCBO®40® | /N ® 50 0.027 control stations, up to 3 elements per actuator.
LPCBO®41© 11,- (3] 50 0.027 1NO LPX C10 Screw
LPCBO®420 @ (3] 50 0.027 LPX CF10 Faston
LPCBO@43® | @ ) 50 0.027 LPX CS10 Spring clamp
LPCBO@MO® | 3. ®© |50  |0027 m’x’ tz E;?A zcre‘”
crew
LPCBO®450© (3] 50 0.027
e LPX CFO1 Faston
LPCBO®46© |@ (3] 50 0.027 LPX CSO1 Spring clamp
LPcBO®@47T® | <> ® 50 0.027 1B LPX CO1D Screw
LPCBO®48© = ] 50 0.027 Base-mount types snap into LPZ control station base.
LPCBO@49© N P 50 0.027 See example on page 7-27.
LPCBO®526 wu o 50 0.027 Up to 3 contacts can be fitted per control station actuator.
LPCBO®53© wlr (3] 50 0.027 1NO LPX CB10 Screw
LPCBO®54© @ (3] 50 0.027 1NC LPX CBO1 Screw
LPCBO@550 = ® 50 0.027 All these actuators are standard supplied with action plug for
LPCBO®56© Sh (3] 50 0.027 middle contacts.
LPCBO®@57®© I ® 50 0.027 Certifications and compliance
LPCBO®580© I\ 3) 50 0.027 Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, CCC, RINA.
LPCBOO@59® | ® 50 0.027 Compliant with standards: IEC/EN 60947-1,
LPCBO®O®60® ‘5‘ [3) 50 0.027 IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14
LPCBO®61© i3 (3] 50 0.027
LPCBO®62&© — (3] 50 0.027
LPCBO®63® e~ (3] 50 0.027
LPCBO®64© D (3] 50 0.027
LPCBO®650© ) (3] 50 0.027
LPCBO®66© I,@ (3] 50 0.027
LPCBO®67© > (3] 50 0.027
LPCBO®68® /N (3] 50 0.027
LPCBO®69® > (3] 50 0.027
@ Add letter “L” if illuminated type is required.
® For the type of actuator, add: 1 for flush or 2 for extended.
© Add the actuator colour: 2 black only for non-illuminated type;
3 green, 4 red, 5 yellow, 6 blue, 8 white or 7 transparent for illuminated
version.
@ Products available on specific request for a minimum multiple quantity
of 50 pieces per type.
@ Consult Technical support for assistance; see contact details or inside
front cover.
® Symbol indicating dangerous voltage (IEC 60417 5036-a).
Examples of complete order codes:
LPC B2 25 8 - extended non-illuminated white pushbutton with + symbol
LPC BL1 68 5 —flush illuminated yellow pushbutton actuator with Fiiy symbol.

7'6 Add-on blocks Accessories and spare parts | Dimensions
pages 7-20 to 24 pages 7-16 to 19 page 7-48



7 Pushbuttons and selector switches

Mushroom head

pushbutton actuators

LPC B614...

(i

LPC B674...

LPC B6344

(

LPC B6634

LPC B6644

LPC B684...

Normal operation of auto-monitor contact
mounted on surface or on cover of control

stations
S
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Add-on blocks
pages 7-20 to 24

Order code Colour Qty Wt
per pkg
n° [ka]
SPRING RETURN.
@40mm/1.6” (without mounting adapter).
LPC B6142 Black 10 0.033
LPC B6143 Green 10 0.033
LPC B6144 Red 10 0.033
LPC B6145 Yellow 10 0.033
LPC B6146 Blue 10 0.033
@60mm/2.4” (without mounting adapter).
LPC B6162 Black 10 0.038
LPC B6163 Green 10 0.038
LPC B6164 Red 10 0.038
LPC B6165 Yellow 10 0.038
LPC B6166 Blue 10 0.038
LATCH, PULL TO RELEASE
@40mm/1.6” (without mounting adapter).
For normal stopping.
LPC B6742 | Black 10 [ 0.097
For emergency stopping, 1ISO 13850 compliant.
LPC B6744 [ Red 110 0.097
LATCH, TURN TO RELEASE
@40mm/1.6” (without mounting adapter).
For normal stopping.
LPC B6342 Black 10 0.046
LPC B6344 Red 10 0.046
@30mm/1.2” (without mounting adapter).
For emergency stopping, 1ISO 13850 compliant.
LPC B6634 [ Red 10 [0.079
@40mm/1.6” (without mounting adapter).
For emergency stopping, 1ISO 13850 compliant.
LPC B6644 [ Red 110 10.079

LATCH, TURN KEY TO RELEASE

@40mm/1.6” (without mounting adapter). Key code n° 455.

For normal stopping.

LPC B6842 Black 10 0.083

LPC B6842R® Black 1 0.083

For emergency stopping, 1ISO 13850 compliant.

LPC B6844 Red 10 0.083

LPC B6844R® Red 1 0.083
@ Versions with different key codes.

Complete with the numeric code of the key.
The following versions are available: 421E, 458A, 520E, 3131A, 3433E.
Example of complete code: LPC B6844R 421E.

element

With contact type LPX CO1SM

Contact .3-.4 closes when the If the contact LPX C01SM detaches from the actuator
LPX AU120 mounting adapter and due to strong vibrations or shock, the equipment can

LPX...SM contact are fitted be restored to operating state only when proper
correctly on the mushroom-head mounting of the contact with the actuator is re-
latch actuator. established resulting in contact .3-.4 closing.

Contact .1-.2 in series does not
change state.

When the button is fully pressed,
contact .1-.2 opens and remains in
this state until the button is
released.

Contact .3-.4 in series does not
change state.

With contact type LPX C02SM

Contact .3-.4 closes when the If the contact LPX C02SM detaches from the actuator
LPX AU120 mounting adapter and due to strong vibrations or shock, the equipment can

LPX...SM contact are fitted be restored to operating state only when proper
correctly on the mushroom-head mounting of the contact with the actuator is re-
latch actuator. established resulting in contact .3-.4 closing.

Both contacts .1-.2 in series do
not change state.

When the button is fully pressed,
both contacts .1-.2 open and
remain in this state until the button
is released.

Contact .3-.4 in series does not
change state.

Accessories and spare parts
pages 7-16 to 19

pag

Dimensions

g 7-48

In case of detachment of only the contact element
and/or of the mounting adapter with contact

JLovato

___electric

Operational characteristics
— Any mounting position allowed
— Ambient conditions:
* Operating temperature: -25...+70°C
« Storage temperature: -40...+85°C
— Degree of protection:
* Per IEC/EN: IP66, IP67 and IP69K
e Per UL: Type 1, 2, 3R, 4, 4X, 12, 12K.

Materials
Polyamide.

Mechanical endurance

Operating force: <0.5kg/1.11b (actuator).

Mechanical life:

— Mushroom head spring return buttons: 5,000,000 cycles
— Mushroom head latch buttons: 300,000 cycles.

Mounting adapter
See page 7-20. 7
Type: LPX AU120.

Actuators are installed through a @22mm/@0.87” drilling with
a threaded fixing ring (Tmax = 2.3Nm/1.69Ibft) also on the
cover of LPZ control stations.

The mounting adapter directly snaps onto the actuator.

Contact elements

See page 7-20, 7-23 or 7-24.

Type ‘ Termination

Front-mount types snap onto LPX AU120 mounting adapter
(to purchase separately). For SPRING-RETURN types, up to 9
contacts can be fitted: 3 each on the left, middle and right, one
behind the other.

For LATCH types, up to 4 contacts can be fitted.

They can also be fitted internally on the cover surface of LPZ
control stations, up to 3 elements per actuator.

1NO LPX C10 Screw

LPX CF10 | Faston

LPXCS10 | Spring clamp

1EM LPX C10A | Screw

1NC LPX CO1 Screw

LPX CFO1 | Faston

LPX CS01 | Spring clamp

1LB LPX CO1D | Screw

Base-mount types snap into LPZ control station base.

See example on page 7-27.

Up to 3 contacts can be fitted per control station actuator.
1NO LPX CB10 | Screw

1NC LPX CBO1 | Screw

AUTO-MONITOR CONTACT with MUSHROOM-HEAD LATCH
TYPES only: 2 elements max of this type can be mounted. Extra
two contacts can be fitted on the right.

Two elements per actuator can be fixed internally on the cover
surface of LPZ control stations of which one auto-monitor type.
No LED element can be installed.

Auto-monitor| LPX CO1SM | Screw (2 stacked in the
1NC middle - LPX AU120
pos.1/3-4/6)
1NO LPX C10 Screw (2 stacked on the right)
LPX CF10 | Faston (2 stacked on the right)
1NC LPX CO1 Screw (2 stacked on the right)
LPX CFO1 | Faston (2 stacked on the right)

AUTO-MONITOR CONTACT with MUSHROOM-HEAD LATCH
TYPES only: 2 elements max of this type can be mounted. Only
one of this type per actuator can be fixed internally on the
cover surface of LPZ control stations. No LED element can be
installed.

Auto-monitor| LPX C02SM| Screw (2 stacked )
2NC

All these actuators are standard-supplied with action plug for
middle contacts.

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, CCC, RINA.
Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.
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Double-touch actuators,

spring return

LPC B71...

LPC B72...

Triple-touch actuators,

spring return

LPC B73...

7-8

Add-on blocks
pages 7-20 to 24

7 Pushbuttons and selector switches

Order code Colour Symbols | Qty Wt
per pkg
n° (kg
Two flush pushbuttons (without mounting adapter).
Both spring return.
LPC B7112 Black/Red | — 5 0.030
LPC B7113 Green/Red | — 5 0.030
LPC B7114 White/Black | — 5 0.030
LPC B7122 Black/Red | I-0 5 0.030
LPC B7123 Green/Red | 1-0 5 0.030
LPC B7124 White/Black | 1-0 5 0.030
LPC B7133 Green/Red | Start/Stop| 5 0.030
LPC B7191 Black/Black T 5 0.030
One extended and one flush pushbuttons (without mounting
adapter). Both spring return.
LPC B7212 Black/Red | — 1 0.030
LPC B7213 Green/Red | — 5 0.030
LPC B7214 White/Black | — 1 0.030
LPC B7222 Black/Red | I-0 5 0.030
LPC B7223 Green/Red | 1-0 5 0.030
LPC B7224 White/Black | 1-0 1 0.030
LPC B7233 Green/Red | Start/Stop| 5 0.030
Order code Symbols Qty Wt
per pkg
n° [ka]
One middle extended buttons
(without mounting adapter). Spring return.
LPC B7345 I 5 0.030
STOP
LPC B7355 T 5 0.030
STOP
LPC B7365 5 0.030
—
STOP
<_
LPC B7375 5 0.030
N
STOP
I'g
Accessories and spare parts | Dimensions
pages 7-16 to 19 page 7-49

JLovato

___electric

Operational characteristics
— Any mounting position allowed
— Ambient conditions:
* Operating temperature: -25...+70°C
« Storage temperature: -40...+85°C
— Degree of protection:
« Per IEC/EN: P66, IP67 and IP69K
e Per UL: Type 1, 2, 3R, 4, 4X, 12, 12K.

Materials
Polyamide.

Mechanical endurance
Operating force: <0.5kg/1.1Ib (actuator).
Mechanical life: 1,000,000 cycles.

Mounting adapter

See page 7-20.

Type: LPX AU120.

Actuators are installed through a @22mm/@0.87” drilling with
a threaded fixing ring (Tmax = 2.3Nm/1.69Ibft) also on the
cover of LPZ control stations.

The mounting adapter directly snaps onto the actuator.

Contact elements
See page 7-20, 7-23 or 7-24.

Type ‘ Termination

Front-mount types snap onto LPX AU120 mounting adapter
(to purchase separately).

For DOUBLE-TOUCH actuators, up to 6 contacts can be
fitted: 3 on the left, 3 on the right.

For TRIPLE-TOUCH actuators, up to 9 contacts can be fitted:
3 each on the left, middle and right, one behind the other.
They can also be fitted internally on the cover surface of LPZ
control stations: 2 for double-touch and 3 elements for triple-
touch.

1NO LPX C10 Screw
LPX CF10 Faston
LPXCS10 Spring clamp
1EM LPX C10A Screw
1NC LPX CO1 Screw
LPX CFO1 Faston
LPX CS01 Spring clamp
1LB LPX CO1D Screw

Base-mount types snap into LPZ control station base.

See example on page 7-27.

For DOUBLE-TOUCH actuators, 2 contacts need to be fitted,
one on the left and one on the right.

For TRIPLE-TOUCH actuators, 3 contacts need to be fitted:
one each on the left, middle and right.

1NO LPX CB10 Screw
1NC LPX CBO1 Screw

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, CCC, RINA.
Compliant with standards: IEC/EN 60947-1,

IEG/EN 60947-5-1, UL508, CSA C22.2 n° 14.



Selector switch actuators

Selector switch actuators

Selector switch actuators

Contact activation of 2-position selector switch
Contacts

1

2

7 Pushbuttons and selector switches

JLovato

electric

Operational characteristics

@ Available only on specific request

Contact activiation of 3-position selector switch

pages 7-20 to 24

Accessories and spare parts
pages 7-16 to 19

Contacts
123
A o | o | —
B — ==
[ —|e|e
Dimensions ‘
page 7-49

Order code Type of Qty Wt X '
positions per pkg — Any mounting position allowed
S — Standard key types supplied with key code n°® 455
W kgl — Ambient conditions:
2 position (without mounting adapter). * Operating temperature: -25...+470°C
LPC $120 N2 10 0.037 « Storage temperature: -40...+85°C
p— — Degree of protection:
LPC 8121 < 10 0.037 « Per [EG/EN: P66, IP67 and IP69K
3 position (without mounting adapter). e Per UL: Type 1, 2, 3R, 4, 4X, 12, 12K.
LPC S130 10 0.037 Materials
LPC 8131 < 10 0.037 Polyamide.
LPC S132 < 10 0.037 Mechanical endurance
LPC 133 O 10 0.037 Mechanical life: 1,000,000 cycles.
Mounting adapter
See page 7-20.
Type: LPX AU120.
Order code Type of Qty y Wt Actuators are installed through a 622mm/@0.87” drilling with
positions Per pkg a threaded fixing ring (Tmax = 2.3Nm/1.691bft) also on the
n° [kg] cover of LPZ control stations.
2 position (without mounting adapter). The mounting adapter directly snaps onto the actuator.
LPC 8220 A4 10 0.040 Contact elements
LPC S221 \r? 10 0.040 See page 7-20, 7-23 or 7-24.
3 position (without mounting adapter). Type ‘ Termination :
LPC S230 10 0.040 Front-mount types snap onto LPX AU120 mounting adapter
X (to purchase separately). Up to 6 contacts can be fitted:
LPC 5231 P 10 0.040 2 each on the left, middle and right or 3 each on the left and
LPC S232 < 10 0.040 right, one behind the other.
LPC S233 \P 10 0.040 They can also be fitted internally on the cover surface of LPZ
- - control stations, up to 3 elements per actuator.
1NO LPX C10 Screw
Order code Type of Qty Wit LPX CF10 Faston
positions per pkg LPXCS10 Spring clamp
n°® [kg] 1EM LPX C10A Screw
2 position (without mounting adapter). 1NC LPX CO1 Screw
LPC S320 . 10 0.060 LPX CFO1 Faston
LPC S320R0 hd 1 0.060 LPX CSO1 Spring clamp
LPC 8321 o o 10 0.060 1LB LPX CO1D Screw
LPC $321R©® hd 1 0.060 Base-mount types snap into LPZ control station base.
LPC S340 o 10 0.060 See example on page 7-27.
e \//
LPC S340R© 1 0.060 Up to 3 contacts can be fitted per control station actuator.
3 position (without mounting adapter) N0 LPX CB10 Screw
LPC 8330 <3 10 0.060 | 1nC LPX CBO1 Screw
LPC S330R® 1 0.060
LPC $331 e oo 10 0.060 Activation of the middle contacts is coupled to the side
LPCS331RE | \ ] 0:060 contacts; the relative mechanism pins are standard supplied.
LPC S332@© .\J/ 10 0.060
LPC S332R0©® 1 0.060
LPC S333@© . 10 0.060
LPC S333R0© e 1 0.060 The middle contact activation, with respect to the right and
LPC S350 o 10 0.060 left side contact, can be changed by the user, if required, by
e —— N : removing one or both mechanism pins. Consult the relative
LPC S350R© 1 0.060 instructions available online in the Downloads section at
LPC $360 o 10 0.060 www.LovatoElectric.com.
LPC S360R® N 1 0.060 Tyne of position
1PeSsToe QP 10 0.060 g l\ﬂaintained osition
LPC S370R0@ e 1 000 | posttion.
LPC S380@© P 10 0.060 N~ Spring return position.
LPC S380R©®© W 1 0.060 °\/ « Key extraction position.
LPCS3%0® | N 10 0.060 Rotation angles
LPC S390R®©® 1 0.060 2 position 3 position
@ Versions with different key codes. . PPN
C?)ﬁI;Igfev\\;\llith tlh: Leunme(rgiyc%%d%sof the key. 90) . \l ‘/\‘/
The following versions are available: 421E, 458A, 520E, 3131A, 3433E. \
Example of complete code: LPC S320 R421E. 2 %

Special versions

Versions with coloured keys are available upon request.
Consult Technical support; see contact details on inside front
cover.

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, CCC, RINA.
Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.
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Selector switch actuators
knob

LPC $4...

Contact activation of 2-position selector switch

Contacts
1|2

7 Pushbuttons and selector switches

Add-on blocks
pages 7-20 to 24

7-10

Order code Type of Qty Wt
positions per pkg
n° (kg
2 position (without mounting adapter)
LPC S420 A4 10 0.037
LPC 8421 7 10 0.037
3 position (without mounting adapter).
LPC S430 10 0.037
LPC S431 > 10 0.037
LPC $432 < 10 0.037
LPC $433 N 10 0.037
Contact activation of 3-position selector switch
Contacts
2 |3
s
@ _| =
oo

Accessories and spare parts
pages 7-16 to 19

Dimensions
page 7-49

JLovato

___electric

Operational characteristics
— Any mounting position allowed
— Ambient conditions:
* Operating temperature: -25...+470°C
« Storage temperature: -40...+85°C
— Degree of protection:
« Per IEG/EN: IP66, IP67 and IP69K
e Per UL: Type 1, 2, 3R, 4, 4X, 12, 12K.

Materials
Polyamide.

Mechanical endurance
Mechanical life: 1,000,000 cycles.

Mounting adapter

See page 7-20.

Type: LPX AU120.

Actuators are installed through a @22mm/@0.87” drilling with
a threaded fixing ring (Tmax = 2.3Nm/1.69Ibft) also on the
cover of LPZ control stations.

The mounting adapter directly snaps onto the actuator.

Contact elements
See page 7-20, 7-23 or 7-24.

Type ‘ Termination

Front-mount types snap onto LPX AU120 mounting adapter
(to purchase separately). Up to 6 contacts can be fitted:

2 each on the left, middle and right or 3 each on the left and
right, one behind the other.

They can also be fitted internally on the cover surface of LPZ
control stations, up to 3 elements per actuator.

1NO LPX C10 Screw
LPX CF10 Faston
LPXCS10 Spring clamp
1EM LPX C10A Screw
1NC LPX CO1 Screw
LPX CFO1 Faston
LPX CS01 Spring clamp
1LB LPX CO1D Screw

Base-mount types snap into LPZ control station base.
See example on page 7-27.

Up to 3 contacts can be fitted per control station actuator.

1NO LPX CB10 Screw

1NC LPX CBO1 Screw

Activation of the middle contacts is coupled to the side
contacts; the relative mechanism pins are standard supplied.

The middle contact activation, with respect to the right and
left side contact, can be changed by the user, if required, by
removing one or both mechanism pins. Consult the relative
instructions available online in the Downloads section at
www.LovatoElectric.com.

Type of position
\/ Maintained position.

N~ Spring return position.
Rotation angles
2 position 3 position
[y 950
90° |

Certifications and compliance

Certifications obtained:UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, CCC
(pending), RINA (pending).

Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.



7 Pushbuttons and selector switches JLovato
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Illuminated button Order code Colour Qty Wit 0|Ji;atir?]l:)zzjlnt;il:]ara(:)t:i;ii::]i(;snowed
actuators, spring return per pig — Ambient conditons
W kgl « Operating temperature: -25...+70°C
Flush (without mounting adapter). Spring return. « Storage temperature: -40...+85°C
— Degree of protection:
LPCBL103 | Green 10 0025 « Per IEC/EN: IP66, IP67 and IP69K
LPC BL104 Red 10 0.025 « Per UL: Type 1, 2, 3R, 4, 4X, 12, 12K.
LPC BL105 Yellow 10 0.025 Materials
LPC BL10... LPC BL106 Blue 10 0.025 Polyamide.
LPC BL107 Transparent 10 0.025 Mechanical endurance
Extended (without mounting adapter). Spring return. Operating force: <0.5kg/1.11b (actuator).
LPCBL203 | Green 10 0.027 Mechanical [ife:
. — Spring-return actuators: 5,000,000 cycles
LPC BL204 Red 10 0.027 — Push-push actuators: 500,000 cycles
LPC BL205 Yellow 10 0.027 — Spring-return mushroom-head actuator: 5,000,000 cycles
LPC BL206 Blue 10 0.027 — Latch mushroom-head actuators: 300,000 cycles.
LPC BL20... LPC BL207 Transparent 10 0.027 Mounting adapter 1
See page 7-20.
Type: LPX AU120.

. Actuators are installed through a @22mm/@0.87” drilling with
llluminated push-push Order code Colour Qty Wt athreaded fixing ring (Tmax = 2.3Nm/1.69Ibft) also on the
button actuators per pkg cover of LPZ control stations.

n° [ka] The mounting adapter directly snaps onto the actuator.
Flush (W_|th0ut mounting adapter). Contact elements for illuminated spring-return and
Push on-push off.
mushroom-head latch actuators
LPC QL1030 Green 10 0.025 See page 7-20, 7-23 or 7-24.
LPC QL104©® Red 10 0.025 Type ‘ Termination
LPC OL105@ | Yellow 10 0.025 Front-mount types snap onto LPX AU120 mounting adapter
LPC QL10... LPC QL1060 Blue 10 0.025 (to purchase separately).
For TYPES LPC BL1/BL2/BL61...up to 6 contacts can be
LPC OL1 079 Transpgrent 10 0025 fitted: 3 each on the left and right, one behind the other.
Extended (without mounting adapter). For TYPES LPC BL66...up to 4 contacts can be fitted:
Push on-push off. 2 each on the left and right, one behind the other.
LPC QL203©® Green 10 0.027 They can also be fitted internally on the cover surface of LPZ
LPC QL2040 Red 10 0027 control stations, up to 2 e_Iements per actuator in addition to
LPC QL2050 Yell 0 0.027 the LED element in the middle position.
LPC QL206©® BT - 10 0.027 O LPXCTO Screw
LPC 0L20... LPC QL2070 | T - t 10 0.027 LPX CF10 Faston
ransparen . LPX CS10 Spring clamp
@ Use contact elements LPX C10A (EM) and LPXCO1 (NC) only. 1EM LPX C10A Screw
Contact elements LPX C10 (NO) and LPX CO1D (LB) cannot be fitted on
these actuators. 1NC LPX CO1 Screw
LPX CFO1 Faston

. LPX CS01 Spring clam
Illuminated mushroom Order code Colour Qty Wt B LPXCoTD Sgrevx? P
head button actuators per pkg

n° [ka] Base-mount types snap into LPZ control station base.
SPRING RETURN. See example on page 7-27.
@40mm/1.6” (without mounting adapter). Up to 2 contacts can be fitted per control station actuator in
LPC BL6143 Green 10 0.035 addition to the LED element in the middle position.
LPC BL6144 Red 10 0.035 1NO LPX CB10 Screw
LPC BL6145 Yellow 10 0.035 1NC LPX CBO1 Screw
LPC BL6146 Blue 10 0.035 Contact el is for illuminated push h butt
LPC BL6148 White 1 0.035 a::)trlll:t%r: ements for illuminated push-push button
LPC BL614... LATCH, TURN TO RELEASE. See page 7-20.
@40mm/1.6” (without mounting adapter). Type:  LPX C10A (1EM)
For normal stopping. LPX CO1 (1NC)
LPC BL6643 Green 1 0.040 Contacts snap onto LPX AU120 adapter and also internally
on the cover surface of LPZ control stations.
LPCBL6GAS | Yellow 1 0.040 Up to 4 contacts can be fitted: 2 each on the left and right,
LPC BL6646 Blue 1 0.040 one behind the other; up to 2 elements per control station
For emergency stopping, 1S0 13850 compliant. actu_stor in addition to the LED element in the middle
LPCBL6644 | Red 10 0.040 posttion.
LED light elements
LPC BL664... See pages 7-22 to 24.
Certifications and compliance
Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, CCC, RINA.
Compliant with standards: IEC/EN 60947-1,
IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.
Add-on blocks Accessories and spare parts | Dimensions 7-11

pages 7-20 to 24 pages 7-16 to 19 page 7-48



7 Pushbuttons and selector switches

Double-touch actuators, Order code Colour Symbol | Qty Wit
spring return, per pkg
white indicator n° [ko]
Two flush pushbuttons (without mounting adapter).
Both spring return.
LPC BL7112 Black/Red — 5 0.030
LPCBL7113 | Green/Red — 5 0.030
‘ LPCBL7114 | White/Black | — 1 0.030
LPC BL7122 Black/Red I-0 5 0.030
LPCBL7123 | Green/Red I-0 5 0.030
LPCBL7124 | White/Black | I-0 5 0.030
LPCBLT1... LPCBL7133 | Green/Red | Start/Stop| 5 0.030
LPC BL7191 | Black/Black T 5 0.030
One extended and one flush pushbuttons (without mounting
adapter). Both spring return.
LPCBL7212 | Black/Red — 1 0.030
LPC BL72... LPCBL7213 | Green/Red — 5 0.030
LPCBL7214 | White/Black | — 1 0.030
LPC BL7222 Black/Red I-0 1 0.030
LPCBL7223 | Green/Red I-0 5 0.030
LPC BL7224 | White/Black | I-0 5 0.030
LPCBL7233 | Green/Red Start/Stop | 5 0.030
Illuminated selector Order code Colour Type of | Qty Wit
switch actuators positions per pkg.
n° (kg
2 position (without mounting adapter).
LPC SL1203 | Green 10 0.025
LPC SL1204 | Red N o 0.025
i‘ LPC SL1205 | Yellow 10 0.025
LPC SL1206 | Blue 10 0.025
LPC SL1... LPC SL1208 | White 10 0.025
LPC SL1213 | Green __ |10 0.025
LPC SL1214 | Red N 0.025
LPC SL1215 | Yellow 1 0.025
LPC SL1216 | Blue 1 0.025
LPC SL1218 | White 10 0.025
3 position (without mounting adapter).
LPC SL1303 | Green 10 0.025
LPC SL1304 | Red N 10 0.025
LPC SL1305 | Yellow 10 0.025
LPC SL1306 | Blue 10 0.025
Contact activation of 2-position selector switch LPC SL1308 | White 10 0.025
LPC SL1313 | Green |10 0.025
Contacts "\ pg L1314 | Red NE 0.025
12 LPCSL1315 | Yellow 1 0.025
| LPC SL1316 | Blue 1 0.025
o | o| LPCSL1318 |White 10 0.025
LPC SL1323 | Green . 10 0.025
LPC SL1324 | Red v 1 0.025
Contact activation of 3-position selector switch LPCSL1325 | Yellow 1 0.025
LPC SL1326 | Blue 1 0.025
"1"““: LPC SL1328 | White 10 0.025
LPC SL1333 | Green ~ |10 0.025
A ® - LPC SL1334 | Red N> 1 0.025
LPC SL1335 | Yellow 1 0.025
i LPC SL1336 | Blue 1 0.025
¢ —-|® LPC SL1338 | White 10 0.025
7-12 Add-on blocks Accessories and spare parts | Dimensions
pages 7-20 to 22 pages 7-16 to 19 page 7-49
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Operational characteristics
— Any mounting position allowed
— Ambient conditions:
* Operating temperature: -25...+70°C
« Storage temperature: -40...+85°C
— Degree of protection:
« Per IEC/EN: P66, IP67 and IP69K
e Per UL: Type 1, 2, 3R, 4, 4X, 12, 12K.

Materials
Polyamide.

Mechanical endurance

Operating force: <0.5kg/1.1Ib (actuator).
Mechanical life:

— Double-touch: 1,000,000 cycles.

— Selector switches: 1,000,000 cycles.

Mounting adapter

See page 7-20.

Type: LPX AU120.

Actuators are installed through a @22mm/@0.87” drilling with
a threaded fixing ring (Tmax = 2.3Nm/1.69Ibft) also on the
cover of LPZ control stations.

The mounting adapter directly snaps onto the actuator.

Contact elements
See page 7-20, 7-23 or 7-24.

Type | Termination

Front-mount types snap onto LPX AU120 mounting adapter
(to purchase separately).

For DOUBLE-TOUCH TYPES, up to 6 contacts can be fitted:
3 each on the left and right, one behind the other.

For SELECTOR SWITCHES, up to 4 contacts can be fitted:

2 each on the left and right, one behind the other.

They can also be fitted internally on the cover surface of LPZ
control stations, up to 2 elements per actuator in addition to
the LED element in the middle position.

1NO LPX C10 Screw

LPX CF10 Faston

LPX CS10 Spring clamp
1EM LPX C10A Screw
1NC LPX CO1 Screw

LPX CFO1 Faston

LPX CSO01 Spring clamp
1LB LPX CO1D Screw

Base-mount types snap into LPZ control station base.

See example on page 7-27.

Up to 2 contacts can be fitted per control station actuator in
addition to the LED element in the middle position.

1NO LPX CB10 Screw

1NC LPX CBO1 Screw

Selector switch type of positions
V2 Maintained position.

X" Spring return position.

Selector switch rotation angles

2 position 3 position
IS 950
S

90°

LED light elements
See pages 7-22 to 7-24.

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, CCC, RINA.
Compliant with standards: I[EC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.
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Pilot light heads Order code | Colour Qty Wt Operational characteristics
per pkg — Any mounting position allowed
S — Ambient conditions:
W kgl « Operating temperature: -25...+70°C
Without mounting adapter. « Storage temperature: -40...+85°C
— Degree of protection:
LPL3 Green 10 0.024 « Per IEC/EN: IP66, IP67 and IP69K
LPL4 Red 10 0.024 «Per UL: Type 1,2, 3R, 4, 4X, 12, 12K.
LPL5 Yellow 10 0.024 _
LPL 6 Blue 10 0024 | Materials
LPL... Polyamide.
LPL7 Transparent 10 0.024
LPL 1187 Transparent 4 @ 10 0.024 Mounting adapter

See page 7-20.

Type: LPX AU120.

Pilot light heads are installed through a @22mm/@0.87”

drilling with a threaded fixing ring (Tmax = 2.3Nm/

1.691bft) also on the cover of LPZ control stations, with LED

element in central position.
The mounting adapter directly snaps onto the actuator.

@ With symbol indicating dangerous voltage (IEC/EN 60417 5036-a).

LED light elements
See pages 7-22 to 7-24.

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, CCC, RINA.
Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.

LED integrated monoblock Order code | Rated auxi- | LED Qty Wit 0"&?{:i‘;’;?'ﬁ‘;';ﬁ;‘?;_ré%“ggl_lz
H H li I | ki - - IV
pilot lights vottage, | (PP ~ Supply voltage: 12VAG/DC, 24VAG/DC, 48VAC/DC, 110VAC,
steady light - 230VAC (-15%...+10% Ue)
W [ka] — Consumption: <20mA
. LPM LA1 12VAC/DC | Orange 10 0.021 — Installed through a @22mm/@0.87” drilling with a
§ LPM LA3 Green 10 0.021 threaded fixing ring (Tmax = 2.3Nm/1.69Ibft) also on
_— : cover of LPZ control stations
LPMLAA | Red 10 0.021 | _ Electrical life: 30,000 hours
LPM LA5 Yellow 10 0.021 - Sprew termination
LPM LAG Blue 10 0.021 | - Sidecableentry
—_— — Maximum tightening torque: 0.8Nm
LPM... LPM LA7 Transparent| 10 0.021 — Ambient conditions:
LPM LB1 24VAC/DC | Orange 10 0.021  Operating temperature: -25...+70°C
LPM LB3 G 10 0.021 — Degree of protection:
Rl B feen « per IEC/EN: IP86, IP67 and IP69K on front: IP20 at rear
LPMLB4 | Red 10 0.021 « per UL: Type 1, 2, 3R, 4, 4, 12, 12K on front.
LPM LB5 Yellow 10 0.021 .
e e— Materials
LPM LB6 Blue 10 0.021 Polyamide.
LPM LB Transparent, 10 0021 Maximum conductor cross section
LPM LD1 48VAC/DC | Orange 10 0.021 1 or 21.5mm2 or AWG16 cables.
LPMLD3 | Green 10 0.021 Wiring diagram
PMLD4 | Red 10 0.021 g diag
LPM LD5 Yellow 10 0021 | xo £\ “
LPM LD6 Blue 10 0.021
LPM LD7 Transparent | 10 0.021 Certifications and compliance
LPM LE1 110...120VAC | Orange 10 0.024 Certifications obtained: cULus, EAC, CCC (pending).
LPM LE3 Green 10 0.024 Compliant with standards: [EC/EN 609407'1,
PMLEZ | Red 10 0.024 IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.
LPM LE5 Yellow 10 0.024
LPM LE6 Blue 10 0.024
LPM LE7 Transparent| 10 0.024
LPM LM1 230VAC Orange 10 0.024
LPM LM3 Green 10 0.024
LPM LM4 Red 10 0.024
LPM LM5 Yellow 10 0.024
LPM LM6 Blue 10 0.024
LPM LM7 Transparent| 10 0.024
Add-on blocks Accessories and spare parts | Dimensions 7-1 3

pages 7-20 to 22 pages 7-16 to 19 page 7-47



Monoblock potentiometers

LPC PA...

7-14

Add-on blocks
pages 7-18 to 22

7 Pushbuttons and selector switches

Order code Resistance value Qty | Wt

per

pkg.

n® | [kal
LPC PA0O1 1kQ 10 [0.040
LPC PA002 2.5kQ 10 [0.040
LPC PA00O5 5kQ 10 |0.040
LPC PAO10 10kQ 10 {0.040
LPC PA050 50k 10 [0.040
LPC PA100 100kQ 10 [0.040
LPC PA500 500kQ 10 {0.040

Accessories and spare parts | Dimensions

pages 7-14 to 17

page 7-49

JLovato

___electric

General characteristics

Monoblock potentiometers are typically used for regulating
the parameters of many devices (e.g. the speed of the electric
motors through static converters).

The monoblock body design permits direct use of the
potentiometer by panel fitting with fixing ring and
subsequent tightening of cables into the built-in terminal
block.

The potentiometer is made with Cermet technology, which
ensures stable, constant resistance values over time. The,
UL-certified, range is made for resistance values from 1 to
500kQ. All potentiometers are 1P66, IP67, IP69K and UL
Type 4X, which means that they can be used in demanding
ambient conditions.

Operational characteristics
— Rated insulation voltage Ui: 250VAC
— Impulse withstand voltage Uimp: 4kV
— Potentiometer included in the product
— Monoblock body with 1-turn graduated scale
— Any fitting position permitted
— Installed through a @22mm/@0.87” drilling with a
threaded fixing ring (Tmax = 2.3Nm/1.69Ibft) also on the
cover of LPZ control stations
— Resistive material: cermet
— Operation: linear
— Resistance tolerance: +10%
— Max. power: 1W (70°C)
— Mechanical endurance: 25,000 operations
— Mechanical travel: 290°
— Side cable entry
— Ambient conditions:
* Operating temperature: -25...+70°C
« Storage temperature: -40...+85°C
— Degree of protection:
* Per IEC/EN: IP66, IP67 and IP69K on front
« Per |[EC/EN: IP20 at rear
e Per UL: Type 1, 2, 3R, 4, 4X, 12, 12K on front.

Materials
Polyamide.

Maximum conductor cross section

Screw terminal connections with three separate connections:
— Min. cable 0.5mm?/ AWG24

— Max. cable 2.5mm?/ AWG14

— Maximum tightening torque: 0.5Nm/0.37Ibft

— Flat-head screwdriver: 0.6x3.5mm/0.02x0.14”.

Certifications and compliance

Certifications obtained: cULus, EAC, CCC (pending).
Compliant with standards: I[EC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA G22.2 n° 14.
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Monoblock buzzers Order code Voltage Sound Qty | Wt
intensity | per
at 2800Hz | pkg.
[V] [dB/10cm] | n°® | [kg]
Continuous or pulse tone, IP40 version.
LPC ZSA 9...15VAC/DC 90 1 0.020
LPC ZSB 18...30VAC/DC |90 1 0.020
LPC ZSE 85...140VAC/DC |90 1 0.020
LPC ZSM 185...265VAC/DC | 90 1 0.020
LPCZS... Continuous or pulse tone, IP66, IP67, IPBIK, UL Type 4X
version.
LPC ZSAIP 9...15VAC/DC 80 1 0.020
LPC ZSBIP 18..30VAC/DC |80 1 0.020
LPC ZSEIP 85...140VAC/DC | 80 1 0.020
LPC ZSMIP | 185...265VAC/DC | 80 1 0.020
Pulse-tone sound graph
Hz
3500
LPC ZS...IP 30004 03s 03s 03s 03s 03s
2800
2500
2000
1500
1000
500
0 S
0 0.6 0.9
0.3 12 1.5
USB and RJ45 Order code Description Qty | Wt
communication interfaces SEB
n° | [kg]
LPC D01 USB interface, 1 0.018
A/A female type connection
LPC D01 L050 | USB interface, 1 0.050
A/A female connection with
0.5m long cable
LPC D01 L100 | USB interface, 1 0.080
A/A female connection with
1m long cable
LPC D03 USB interface, 1 0.018
A/B female type connection
LPC D05 USB interface, 1 0.018
B/A female type connection
LPC DO1 LPC D06 RJ45 interface, . 1 0.026
Ethernet connection type
LPC D06 L100 | RJ45 interface, 1 0.090

Ethernet connection with

1m long cable

LPCDO1L... LPC D05

Dimensions
page 7-49

Wiring diagrams

page 7-55

JLovato

___electric

General characteristics

Monoblock buzzers are used as sound indicators in
automation systems and on-board machinery in the
production processes.

Long life, low consumption values, compact size and the use
of materials, in accordance with the North American market,
are the main features of this product.

Operational characteristics

— Rated frequency: 50...60Hz

— Supply voltage: 9..15VAC/DC, 18..30VAC/DC,
85..140VAC/DC, 185..265VAC/DC

— Maximum absorption: 20mA-0.30W (type 9..15VAC/DC),
15mA-0.40W (type 18..30VAC/DC), 5.5mA-0.80W (type
85..140VAC/DC), 3.5mA-0.95W (type 185..265VAC/DC)

- Minimum activation voltage: >4V (type 9..15VAC/DC), >8V
(type 18..30VAC/DC), >15V (type 85..140VAC/DC), >25V
(type 185..265VAC/DC)

— Impulse withstand voltage Uimp: 4kV

— Installed through a @22mm/@0.87” drilling with a
threaded fixing ring (Tmax = 2.3Nm/1.69Ibft) also on the
cover of LPZ control stations

— Service life: 30,000 hours (permanently powered)

— Side cable entry

— Ambient conditions:
« Operating temperature: -25...+70°C
« Storage temperature: -40...+85°C

- Degree of protection (type LPC ZS...IP):
* per IEC/EN: IP66, IP67, IP69K on front and IP20 at rear
e per UL: Type 1, 2, 3R, 4, 4X, 12, 12K on front.

Materials
Polyamide.

Maximum conductor cross section

Screw terminal connections with three separate connections:
— Min. cable 0.5mm? / AWG24

- Max. cable 2.5mm?/ AWG14

— Maximum tightening torque: 0.5Nm/0.37Ibft

Flat-head screwdriver: 0.6x3.5mm/0.02x0.14”.

Certifications and compliance

Certifications obtained: cULus, EAC, CCC (pending), RINA
(pending).

Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.

General characteristics

USB and RJ45 communication interface connectors are used
in industrial environments, which in recent years have seen an
increase in the number of connections between machines,
production lines, equipment and measuring instruments.
These interfaces provide the transmission of data in both
directions between the various devices.

Operational characteristics

— Rated insulation voltage for LPCDO1, LPCDO03, LPCDO05:
5VAC/DC

- Rated insulation voltage for LPCD06: 24VAC

- Interface mechanical endurance: =750 insertions

- Installed through a @22mm/@0.87” drilling with a
threaded fixing ring (Tmax = 2.3Nm/1.69Ibft) also on the
cover of LPZ control stations

— Transmission characteristics for LPCD01, D03, D05: 5Gbps
(625MB/sec)

— Transmission characteristics for LPCD06: 10 Gigabit
Ethernet IEEE 802.3an-2006

— Rated current for LPCDO1, LPCDO03, LPCD05: 1.8A

- Rated current for LPCD06: 1.5A

- Insulation resistance: =100MOhm

— Contact resistance for LPCD01, LPCDO03, LPCD05:
<30mOhm

- Contact resistance for LPCD06: <40mOhm

— USB connector class: 3.0 (backward compatible with USB
class 2.0)

— Ambient conditions:
e Operating temperature: -25...+70°C
 Storage temperature: -40...+85°C

— Degree of protection:
e Per IEC/EN: IP65 on front (with cap mounted)
¢ Per [EC/EN: IP20 at rear
* Per UL: Type 1, 2, 3R, 4, 4X, 12, 12K on front (with cap

mounted)

Materials

Polyamide.

Certifications and compliance

Certifications obtained: cULus, EAC, CCC (pending), RINA

(pending).

Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.
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Accessories and spare parts order code

LPX A130

LPX A140

LPX AU0O

O

LPX AUO1

A

-
o
>
-
oS
=

LPX BO

LPX B104

(.’

LPX BL105

7-16

LPX B203

LPX BL206

7 Pushbuttons and selector switches

Description Qty per | Wt
pkg.
n° [ka]
LPX A127 Transparent diffuser for | 10 0.001
double-touch buttons
LPX A130 Threaded plug for 10 0.007
unused drilled holes (grey
LPX A140 Action plug for centre 50 0.001
contact
LPX A150 Rod for mechanical reset | 10 0.006
button (I=150mm)
LPX A170 Spare standard key set 10 0.008
for selector switches or
mushroom-head buttons,
key code n°® 455
LPX A170R® Spare key set for selector | 1 0.008
switches or mushroom
head buttons, LPC...R type
LPX AUOO Plastic threaded ring for | 20 0.002
actuator fixing
LPX AUO1 Metallic threaded ring for | 20 0.015
actuator fixing
LPX P01 M20 cable gland with 50 0.012
threaded ring for LPZ
control stations
LPX B0 Flush-extended spring 10 0.013
return actuator
with no cap
LPX B3 Shrouded spring return | 10 0.014
actuator with no cap
LPX Q0 Flush-extended 10 0.013
push-push
actuator with no cap
LPX QL0 llluminated 10 0.013
flush-extended push-push
actuator with no lens
Flush cap for spring-return actuators.
LPX B102 Black 10 0.002
LPX B103 Green 10 0.002
LPX B104 Red 10 0.002
LPX B105 Yellow 10 0.002
LPX B106 Blue 10 0.002
LPX B108 White 10 0.002
Extended cap for spring-return actuators.
LPX B202 Black 10 0.003
LPX B203 Green 10 0.003
LPX B204 Red 10 0.003
LPX B205 Yellow 10 0.003
LPX B206 Blue 10 0.003
LPX B208 White 10 0.003
Flush lens for illuminated spring-return
actuators.
LPX BL103 Green 10 0.002
LPX BL104 Red 10 0.002
LPX BL105 Yellow 10 0.002
LPX BL106 Blue 10 0.002
LPX BL107 Transparent 10 0.002
Extended lens for illuminated spring-return
actuators.
LPX BL203 Green 10 0.003
LPX BL204 Red 10 0.003
LPX BL205 Yellow 10 0.003
LPX BL206 Blue 10 0.003
LPX BL207 Transparent 10 0.003

@ Versions with different key code. Complete with the numeric code of the
key. The following versions are available: 421E, 458A, 520E, 3131A, 3433E

Example of complete

code: LPX A170R421E.

Dimensions

page 7-49

JLovato

___electric



7 Pushbuttons and selector switches

Accessories and spare parts

LPX AU100

LPX AU105

LPX AU108
LPX AU109

LPX AU158

8 LM2T A185

LPX AU159

Order code

Description

Qty per
pkg.

Wt

n°

[ka]

LPX AU100

Label holder for
engraved plastic
LPX AU109 label

50

0.001

LPX AU109

Engravable silver plastic
label to use with
LPX AU100 holder

0.002

LPX AU105

Label holder for
engraved plastic
LPX AU108 label

0.003

LPX AU108

Engravable silver plastic
label to use with
LPX AU105 holder

0.002

LPX AU130®

Rubber boot for flush
button LPC B1/BL1/R1...

0.006

LPX AU140©

Rubber boot for buttons
LPC B2/3..., LPC BL2...
and LPC R2...

_

0

0.009

LPX AU157

Rubber boot for double
and triple-touch buttons,
transparent

—_

0

0.007

LPX AU167©©

Rubber boot for
mushroom head buttons
LPC B63/B66/B67/
BL66... transparent

0.012

LPX AU15800

Padlockable protection,
@5-8mm locks or
buttons LPC B66/B67/
B68/BL664...; for

LPC B634...
05-6mm/0.2-0.24”
locks only.

—_

0

0.005

LPX AU159©00

Shroud for buttons
LPC B63...,
LPC B66/67/68/BL666...

0.010

LPX DIN

Adapter for mounting
LPC... buttons

on DIN rail 35mm/1.38”
wide (2 modules)

0.008

Other accessories.

8 LM2T A161

@30mm/1.2” hole size
adapter set for 22mm/
0.87” (use 2 per hole)

0.002

8 LM2T A185

Yellow selector protection
shroud for knob type only

_

0

0.004

8 LM2T A200

Socket spanner/wrench
for fixing ring fitting,
metal

—_

0.184

@ For flush and extended push buttons, complete the order code by adding
the digit of the required colour:
2 (black); 3 (green); 4 (red); 5 (yellow); 6 (blue); 7 (transparent); 8 (white).
For illuminated push buttons, add only digit 7 (transparent).
@ Cannot be used when LPX AU100 or LPX AU105 is fitted.
© Cannot be used when LPX AU158 is fitted.
@ Cannot be used when LPX AU167 s fitted.

Dimensions
page 7-49
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Labels with text for
LPX AU100 legend holder

STOP

8 LM2T AGB230

7-18

7 Pushbuttons and selector switches

Order code Text Qty Wt
per pkg
n° [ka]
General use.
8 LM2T AU206 | Blank for writing 50 0.001
8 LM2T AU207 | Sheet with 108 labels 10 0.005
for laser printing®
8 LM2T AU208® | Sheet with 108 10 0.005
customized text@®

8 LM2T AGB210 | LATCH 50 0.001
8 LM2T AGB211 | OPEN 50 0.001
8 LM2T AGB212 | STOP 50 0.001
8 LM2T AGB213 | GENERAL STOP 50 0.001
8 LM2T AGB214 | STOP RESET 50 0.001
8 LM2T AGB215 | FORWARD 50 0.001
8 LM2T AGB216 | CLOSE 50 0.001
8 LM2T AGB217 | RIGHT 50 0.001
8 LM2T AGB218 | LOWER 50 0.001
8 LM2T AGB219 | DEACTIVATED 50 0.001
8 LM2T AGB220 | EMERGENCY 50 0.001
8 LM2T AGB221 | OFF 50 0.001
8 LM2T AGB222 | REVERSE 50 0.001
8 LM2T AGB223 | ON 50 0.001
8 LM2T AGB237 | TRIP 50 0.001
8 LM2T AGB224 | SLOW 50 0.001
8 LM2T AGB225 | START 50 0.001
8 LM2T AGB226 | RESET 50 0.001
8 LM2T AGB226 | RESET 50 0.001
8 LM2T AGB227 | RAISE 50 0.001
8 LM2T AGB228 | LEFT 50 0.001
8 LM2T AGB229 | POWER ON 50 0.001
8 LM2T AGB225 | START 50 0.001
8 LM2T AGB230 | STOP 50 0.001
8 LM2T AGB214 | STOP-RESET 50 0.001
8 LM2T AGB231 | FAST 50 0.001
For selector switches.
8 LM2T AI232 ARR-MAR 50 0.001
8 LM2T AI233 AUTO-MAN 50 0.001
8 LM2T Al234 AUTO-0-MAN 50 0.001
8 LM2T Al242 MAN-0-AUTO 50 0.001
8 LM2T AI235 FWD-0-REV 50 0.001
8 LM2T AI236 ON - OFF. 50 0.001
8 LM2T Al241 MAN-AUTO 50 0.001
8 LM2T AGB232 | STOP-START 50 0.001
8 LM2T AGB236 | OFF-ON 50 0.001
International labels for push-buttons.
8 LM2T AU200 |0 50 0.001
8 LM2T AU201 || 50 0.001
8 LM2T AU202 | Il 50 0.001
International labels for selector switches.
8 LM2T AU203 | O-I 50 0.001
8 LM2T AU204 | I-II 50 0.001
8 LM2T AU205 | I-O-II 50 0.001

@ Recommended use with LPX AU109 label.

@ Sheet with 108 adhesive labels.

© Complete code with required label text.

Dimensions

page 7-49

JLovato

electric

General characteristics
The labels have indelible scratch-proof black lettering on
metalised grey polycarbonate background (adhesive).

Special versions

Labels in different languages are available.

Consult Technical support; see contact details on inside front
COVer.
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Plastic disk for mushroom Order code Text ay | wt ?;:37:1'( :gfefarﬁ;%fgsyfﬂ:on adhesive plasti
head pushbuttons pgr Pkg. Plastic disks cannot be used with LPX AU158 and
n [ka] LPX AU159 protection.
LPX AU112 EMERGENZA ARRESTO |10 0.005
(ROENCY @90mm/3.5"
< LPX AU114 EMERGENZA ARRESTO | 10 0.003
@60mm/2.4”
LPX AU113 EMERGENCY STOP 10 0.005
@ @90mm/3.5”
LPX AU115 EMERGENCY STOP 10 0.003
s70° 060mm/2.4”
LPX AU124 IEC60417-5630 symbol |10 0.005
LPX AU113 according to 1SO 13850
@90mm/3.5”
LPX AU123 IEC60417-5630 symbol | 10 0.005
GEN according to IS0 13850
G’ @60mm/2.4”
¥ @ LPX AU118 ARRET D’URGENCE / 10 0.003
@ NOT-AUS/
PARO EMERGENCIA
ﬂ,nf 060mm/2.4”
LPX AU110 Adhesive label 12 0.001
LPXAUT15 EMERGENCY STOP
(34.5x65mm/1.36x2.56")
for LPC B63/663/664/
@ 67/68/BL66...buttons
@
@
@
LPX AU124
cY
EMERGEY
§10P
LPX AU110

Dimensions
page 7-49
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Mounting adapter

AR

—

p)
e
Tz

LPX AU120

Contact elements

_>
1 f:"l e

LPX CO1SM

LPXCF01  LPXCF10

7-20

7 Pushbuttons and selector switches
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Operational characteristics

— Any mounting position

allowed.

— AIILPXC... types snap onto LPX AU120 mounting

adapter:

 See the combinations given under “Contact elements” in
the right-hand column for each type of pushbutton and
selector switch.

» A maximum of 3 contacts or 2 contacts and 1 LED
element (LPX L... mounted in the middle position) can
be fixed internally on the cover surface of LPZ control
stations.

A maximum of 2 LPX C...SM contacts can be installed on

LPX AU120 adapter exclusively on non-illuminated

mushroom-head latch actuators:

* In pos. 1-3 (on the left side only of LPX AU120; refer to
REAR VIEW drawing), one only LPX CO1SM or
LPX C02SM element can be fitted.

¢ One extra LPX...SM can be installed in pos. 4-6
(stacked behind the LPX...SM on the LPX AU120)

» With LPX C01SM, a maximum of two contacts
LPX CO0... or LPX C1... can be fitted on the right side in
LPX AU120 pos. 2 and 5, one behind the other.

 On the internal surface of LPZ control station covers,
one only LPX CO1SM or LPX C02SM contact can be

Order code Description Qty Wt
per pkg
n° [kg]
LPX AU120 Mounting adapter 10 0.019
Rear view
(reference for element installation)
1° row
2° row
3° row
Order code Function Qty Wt
per pkg
n° [ka]
Screw termination.
Without mounting adapter.
LPX C100 I3 10 0.011
\, Moo
LPX C10A I-7 10 0.011
\, Eve
LPX 0153 i 10 0.011
2 Nee
LPX CO1DO & o 10 0.011
6@ LBo®

Screw termination. Without mounting adapter.
Auto-monitor contact elements for non-illuminated latch
mushroom-head pushbuttons.

LPX CO1SM@© 2 1 0.022

BLET Ncoe
4 (.2

LPX C02SM

mounted on LPX AU120 pos. 1 (on the left).
With LPX CO1SM, one extra element LPX CO... or

LPX C1... can be fitted on the right (LPX AU120 pos. 2).

* No LED element can be used with LPX C...SM types.
— Maximum tightening torque for screw terminals:

1Nm/0.74Ibft
— Ambient conditions:

« Operating temperature: -25...+70°C

« Storage temperature:
— Degree of protection:

-40...+85°C

* |P20 for screw termination
« |P0OO for Faston termination.

General characteristics of contact elements
Wiping effect, dual scraping-oscillating action
IEC rated insulation voltage: 690V

IEC rated thermal current
Conductivity: 5V TmA

Ith: 10A

UL/CSA and |EC/EN 60947-5-1 designation: A600 Q600.

LPX C02SMO S 619@ 1 0.033 IEC/EN operational characteristics in AC15 category:
\'17 ? 2NCo® [VI|12 24 48 120 240 400 480 500 600
4122 [A]|6 6 6 6 6 3 15 14 12
Screw termination. : PR -
With mounting adapter. IEC/EN operational characteristics in DC13 category:
LPXE100 3 10 0029 [VI| 12 24 48 125 250 440 500 600
\ NO® ' [A]| 3 3 15 055 027 015 013 041
4 f . . .
Short-circuit protection fuse: max calibre: 10A gG/SC.
LPXE01 O 7‘ S No® 10 0.029 Contact resistance: <20me.
2 Terminals:  Clamp screw with washer.
Faston termination. Faston 1x6.35mm(0.25”) or 2x2.8mm(0.11”).
Without mounting adapter.
LPX CF100 I3 10 0.012 Stroke of contact elements "
NO@
4 NO
LPX CF0O1 O 1 10 0.012 NC
) S NC® : LB

@ Use LPX C10A (EM) or LPX CO1 (NC) type only with push-push
actuators.
Not suitable for push-push actuators.

® Normally open contact with early-make operation and suitable for
push-push actuators.

© Direct (positive) opening action @ in accordance with I[EC/EN 60947-5-1.

@ Normally closed contact with late break operation.

Drillings - Minimum recommended distances
30

187
187 ]

o
2

=40 (157
r=— 400
(157 ]
T

O

9223 (+0.4, -0)
(0.88")

@ When using Faston, pitch is 85mm/3.35” minimum.

Dimensions
page 7-48

1 2(0.08

)
004) 48 238
17

0.077) (0
[ Closed contact

3(0.35") L 48mm
4

(0167 (019)

1 Open contact

Maximum conductor cross section for screw terminals
10r2 2.5mm?or AWG14 cables.

Mechanical and electrical endurance

Operating force: <0.5kg/1

1lb (auxiliary contacts).

Electrical life: 1,000,000 cycles for LPXC10/01/E10/01,

LPX C01SM/02SM, LPXCF10/01; 600,000 cycles for

LPXC10A/01D.

Certifications and compliance
Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, CCC,

RINA.

Compliant with standard: IEC/EN 60947-1,
IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.

Wiring diagrams
page 7-55



Test elements for

steady-light LED elements

For LPX T100 test element

(AC) ~ (- DC)

7 Pushbuttons and selector switches

Order code Description Qty | Wt
per
pkg
n® | kgl
LPX T1000® | Use with LED elements 10 |0.011
in AC/DC, types LPX LE...
(all), LPX LFB..., LPX LPB
and LPX LPSB...
LPXT101®© Use with LED elements 10 |0.011
at 85-140VAC for types
LPX LFE... LPX LPE... and
LPX LPSE...
LPX T102© Use with LED elements 10 |0.011

at 185-265VAC for types
LPX LFM..., LPX LPM... and
LPX LPSM...

@ Whenever test circuits include illuminated actuators connected with
paralleled load,

use two LPX T100 for each LED element.

Refer to the wiring diagram below or online in the Downloads section at
www.LovatoElectric.com
@ With DC supply only for LPX T100 type, the LED element works at full
voltage and brightness while with AC supply for all LPX T... types, the

LED element works at half voltage with reduced brightness level.

Operational characteristics
— Supply voltage:
o LPX T100 test element:

JLovato

___electric

—12...30VAC/DC for LPX LEB/LFB/LPB/LPSB...

- 85...140VACG/DC for LPX LEE...
—185...265VAC/DC for LPX LEM...
o LPX T101 test element: 85-140VAC
o |LPX T102 test element: 185-265VAC

— For use with LED elements LPX LPBB/LPBE/LPBM...
types, consult Technical support; see contact details on

inside front cover
— Electrical life: 100,000 hours
- Any mounting position allowed

— Snap onto LPX AU120 mounting adapter beside the LED
element or stacked behind contact elements; also

internally on the LPZ control station cover

— Maximum tightening torque for screw terminals:

1Nm/0.74Ibft
— Ambient conditions:
* Operating temperature: -25...+70°C
 Storage temperature: -40...+85°C
— Degree of protection: 1P20.

Mounting adapter
Type: LPX AU120. See page 7-20.

The mounting adapter directly snaps onto the actuator fixed

to the mounting surface.
Maximum conductor cross section
10r22.5mm2or AWG 12 cables.

Wiring Diargram
For LPX T100

X1 ——Pp——xs5
For LPXT101 - LPX T102

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, CCC, RINA.

Compliant with standards: IEC/EN 60947-1,
IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.

TEST Y
I
""""""" rTTTTTTT T
X5 ! @
: Vede
LPXT100 * ' AN
' [ ]
x1¢ : >
e
X1 (f i
H
o -orta
LPXLE... R
LPX LPB... DA
LPX LPSB... Pty
LPX LFB... [
X2 !
\
(AC) ~ (+ DC)
For LPX T101 and LPX T102 test elements
(AC) ~
TEST
LPXT101© AR /
LPXT1020
LPXT101®
X1 X5 LPXT1020
X1 X5
X1 X5
i x1 7B
2] 2] 2]
LPX LPE... LPX LPE... LPX LPE...
LPX LPM... LPX LPM... LPX LPM...
LPX LPSE... LPX LPSE... @9 LPX LPSE... 6‘3
LPX LPSM... LPX LPSM... LPX LPSM...
LPX LFE... LPX LFE... LPX LFE...
LPX LFM... LPX LFM... LPX LFM...
X2 X2 X2
(AC) ~
@ Use with LPX LFE..., LPX LPE... or LPX LPSE... type.
@ Use with LPX LFM..., LPX LPM... or LPX LPSM.... type.
Accessories Dimensions Wiring diagrams
page 7-20 page 7-48 page 7-55
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7 Pushbuttons and selector switches JiLovato

.......... ___electric

LED elements Order code Rated supply | LED Qty | wt 0p;ﬁgg';?;qﬂ:}’:;‘ggs&cﬁz
H It | - - IOV
Steadv Ilght valiage golour BE& — Auxiliary supply voltage:
S o LPX LP... with steady light: 12...30VAC/DC;
vl n® | kgl 85...140VAC; 185...265VAC
- Steady light, screw termination. ¢ LPX LE... with steady light: 12...30VAC/DC;
e Supplied without mounting adapter. 85...140VAC/DC; 185...265VAC/DC
% LPX LP B3 12..30V Green 10 |0.016 o LPXLF... flashing light: 18...30VAC/DC; 85...140VAC,
F ~“ovioos  1ACD 185...265VAC
) LPXLP B4 eine Red 10 |0.016 — Maximum consumption for:
} LPX LP B5 Yellow 10 |0.016 e LPX LP... steady light and LPX LF... flashing light:
~ LPX LP B6 Bl 10 |0.016 17mA-0.50W (12...30VAC/DC); 20mA-0.40W
. - ue (85...140VAC); 18mA-0.55W (185...265VAC)
LPXLP... LPX LP B8 White |10 | 0.016 « LPX LE... steady light: 11mA-0.33W (12...30VAC/DC);
LPX LP E3 85..140V | Green 10 |0.016 5mA-0.72W (85...140VAC/DC); 3mA-0.67W
LPX LP E4 AC R 1 0l (185...265VAC/DC)
_— ed 0 |01 — Total protection for LPX LP... and LPX LF... types:
LPX LP E5 Yellow 10 |0.016 « Against overvoltages
LPX LP E6 Blue 10 |0.016  Against stray currents in wiring
LPX LP E8 White 10 10.016 *To re_duce fIickgring_ phenomenon
, , LPX LP M3 185..265V | Green |10 |0.016 | _ M,T,?lmtgfﬂf\’,ﬂgfnge
Total protection against overvoltages [ ea— Yy | olage. )
o LPX LP M4 Red 10 |0.016 o LPX LP... steady light: 4V-1mA (12...30VAC/DC);
and stray currents in wiring, to —_ 30V-4mA (85...140VAC): 55V-4mA (185...26
lear LPX LP M5 Yellow 10 |0.016 (85... ) mA (185...265VAC)
reduce flickering phenomenon e « LPX LE... steady light: 4V-0.5mA (12...30VAG/DC);
and withstand vibrations. LPX LP M6 Blue 10 |0.016 15V-0.4mA (85...140VAC/DC); 35V-0.3mA
LPX LP M8 White 10 |0.016 (185...265VAC/DC)
e LPXLF.. flashing light: 5V-1.5mA (18...30VAC/DC);
13V-1.5mA (85...140VAC); 25V-1.5mA (185...265VAC)
— Simple protection for LPX LE... types
Order code Rated supply | LED Qty | Wt « Against overvoltages
voltage colour | per « To withstand vibrations
Pkg. — Electrical life: 100,000 hours
[V] n® | [kg] - Snap onto LPX AU120 mounting adapter in the middle
Steady light, screw termination. position for each illuminated actuator, also internally on the
Supplied without mounting adapter. LPZ control station cover
— No other element can be stacked behind LED elements
LPXLEB3  |12..30V Green 10 |0.016 — Any mounting position allowed
LPX LE B4 AC/DC Red 10 [0.016 | - Maximum tightening torque: 1Nm/0.74lbft
LPX LE B5 Yellow [10 [0016 | — Ambient conditions:
—_—_— . ting t ture: -25...+70°C (-25...+60°C f
LPX LE B6 Blue 10 10016 (L)S)e(rﬁEm) emperature: -25...+70°C (-25...+60°C for
LPX LE B8 White 10 |0.016 « Storage temperature: -40...+85°C
LPX LE E3 85.140v  |Green |10 |0.016 | — Degree of protection: IP20.
AC/D
LPX LE E4 G/DC Red 10 [0.016 | Mounting adapter
LPX LE E5 Yellow 10 |0.016 See page 7-20. Type: LPX AU120.
LPX LE E6 Blue 10 10.016 The mounting adapter directly snaps onto the actuator fixed
LPXLEES | White 10 T0.016 to the mounting surface.
. . LPX LE M3 185...265V | Green 10 |0.016 Maximum conductor cross section
Slmple prOteCtlon LPX LE M4 AC/DC Red 10 |0.016 10r22.5mm?2or AWG12 cables.
against overvoltages _ :
and to withstand LPXLEMS | Yellow |10 | 0.016 Wiring diagram
LPX LE M8 White |10 |0.016 | X2 &h X1
Certifications and compliance
LED elements Order code Rated supply | LED Qty | Wt Certifications obtained: UL Listed for USA and Canada,
H H voltage colour per (cULus - File E93601), as Auxiliary Devices; EAC, CCC, RINA.
ﬂashmg Ilght pkg. Compliant with standards: I[EC/EN 60947-1,
V] | k] IEC/EN 60947-5-1, UL508, CSA G22.2 n° 14.
- Flashing light, screw termination.
e Supplied without mounting adapter.
]‘ LPX LF B3 18...30V Green 10 |0.016
- LPX LF B4 AC/DC Red 10 |0.016
-. % Yellow 10 |0.016
~u LPX LF B6 Blue 10 |0.016
LPX LE... LPX LF B8 White 10 |0.016
LPXLFE3  |85..140V | Green 10 |0.016
LPX LF E4 AC Red 10 |0.016
LPX LF E5 Yellow |10 |0.016
LPXLFE6 | Blue 10 |0.016
LPX LF E8 White 10 |0.016
(T —— inst it LPX LF M3 185...265V | Green 10 |0.016
otal protection agamg 0\{9_I’V0 ages —LPX LF M4 AC Red 10 10016
and stray currents in wiring, to _— T Ry mre—
reduce flickering phenomenon LPXLFM5 | Yellow |10 |0.016
and withstand vibrations. LPX LF M6 Blue 10 |0.016
LPX LF M8 White 10 |0.016
Accessories Dimensions Wiring diagrams
7-22
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7 Pushbuttons and selector switches

Contact elements with Order code Function Qty | Wt
spring-clamp terminals gﬁ;
n® | [kl
H H Spring-clamp termination.
= Without mounting adapter.
. . LPX CS100 -3 10 |0.010
2 > ] , Noo
U? ,5? 3 ..1
2 LPX CS015 ? o Nee 10 10010
LPX CS01 LPX CS10 2

@ Not suitable for push-push actuators.
® Direct (positive) opening action @ in accordance with [EC/EN 60947-5-1

JLovato

___electric

Operational characteristics

— Any mounting position allowed

— Elements snap onto LPX AU120 adapter, also internally on
LPZ control station cover with maximum of 3 LPX CS...
contact or 2 LPX CS... contact and
1 LPXLPS... LED elements (in middle position) per
actuator

- No other element can be stacked behind LED elements

— See the combinations given under “Contact elements” in
the right-hand column for each type of pushbutton and
selector switch

— Suitable for applications with vibration and/or impact work
conditions; cable retaining force guaranteed over time in
these conditions

— For use with the test elements, see page 7-20

— Wiring also possible after installation with stacked
contacts

I.E_D elen_lents steady Iig_ht Order code Rated supply |LED |Qty |wt — Ambient conditions:
with spring-clamp terminals voltage colour | per * Operating temperature: -25...+70°C
B pkg « Storage temperature: -40...+85°C
= V] n° | [ka] — Degree of protection: 1P20.
hs Steady light, with spring-clamp termination. Mounting adapter
i Without mounting adapter. See page 7-20.
' Py LPX LPS B3 12..30VAC/DC | Green |10 | 0.015 %/]pe :LPX AU1§0- direct " ied
Tovioera | e mounting adapter directly snaps onto the actuator fixe
> m Red 10 |0.015 to the mounting surface.
Ll LPXLPSBS | Yellow 110 10015 General characteristics
LPXLPS... LPXLPSBE | Blue |10 0015 | gongacT ELEMENTS
LPX LPS B8 White |10 |0.015 Wiping action and dual scraping-oscillating effect
LPX LPS E3 85..140VAC | Green |10 {0,015 IEC rated insulation voltage: 690V
Tovioecs | IEC rated thermal current Ith: 10A
LPX LPS E4 Red 10 |0.015 Condugctivity: 1mA 5V
LPXLPS E5 Yellow |10 ]0.015 UL/CSA and IEC/EN 60947-5-1 designation: A600 Q600.
LPX LPS E6 Blue |10 |0.015 IEC/EN operational characteristics in AC15 category:
LPX LPS E8 White |10 |0.015 [VI[12 24 48 120 240 400 480 500 600
Total protection against LPX LPS M3 185..265VAC | Green |10 |0.015 [A]ll6 6 6 6 3 19 15 14 1.2
overvoltages and stray currents LPX LPS M4 Red 10 ]0.015 IEC/EN operational characteristics in DC13 category:
phenomenon and withstand LPXLPS M6 | Blie 110 0015 A
vibrations. _ : [All 3 3 15 055 027 015 043 0.1
LPX LPS M8 White |10 ] 0.015 Short circuit protection fuse: max calibre: 10A gG/SC.
Contact resistance: <20mQ.
Drillings - Minimum recommended distances Terminals: Spring clamps.
e Stroke of contact elements
e | | NO
| | \ ‘\ N
@ 11 3 4 48mm
s (0.03") (0.077)  (0.11”) (0.16”) (0.19)
[ I

o e

e p—)

022.3 (+0.4, -0)

00.88" (+0.01, -0)

Puslh-in
'ILecholOéy

Push-in wiring technology for rigid cables or with ferrules only - no screwdriver needed
Cable retaining force guaranteed over time even in presence of vibrations and/or impacts

Wiring with flat-blade screwdriver
(for flexible bare cable without terminal)

Cable removal
(always using flat-blade screwdriver)

Accessories
page 7-20

Dimensions
page 7-48

Wiring diagrams
page 7-55

[ Closed contact ] Open contact

Mechanical and electrical endurance of contact elements
Opening force: <0,5kg/1.1lb
Electrical life: 1.000.000 cycles for LPX CS10 and LPX CS01.

LED ELEMENTS
— Rated frequency: 50-60Hz
— Supply voltage:
12...30VACG/DC; 85...140VAC; 185...265VAC
- Maximum consumption: 17mA-0.50W (12...30VAC/DC);
20mA-0.40W (85...140VAC);
18mA-0.55W (185...265VAC)
— Total protection:
 Against overvoltages
 Against stray currents in wiring
 To reduce flickering phenomenon
 To withstand vibrations
— Minimum activation voltage:
4V-1mA (12...30VAC/DC); 30V-4mA (85...140VAC);
55V-4mA (185...265VAC)
— Electrical life: 100,000 hours.

Wiring diagram for LED elements

Maximum conductor cross section
10r2 2.5mm? or AWG14 cables. For 2.5mm? section, use
rounded cable terminal with metal end at least 10mm

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada, (cULus
- File E93601), as Auxiliary Devices; EAC, CCC, RINA.
Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.

X2
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Contact elements, base
mount on LPZ control

stations
”-Q A ~f‘; A
e | me

= &
s 1e = 14

LPX CB...

LED elements, steady light
hase mount on LPZ control
stations

o~

..‘q&“‘)

2l
]

‘.'-J
h‘“ l
T,

LPXLPB...

Total protection against
overvoltages and stray currents in

wiring, to reduce flickering
phenomenon and withstand
vibrations.
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7 Pushbuttons and selector switches

Order code Function Qty | Wt
per

pkg

n° | [kg]

Screw termination.
Direct snap-on mounting on LPZ... control station base.

LPX CB10© 13 10 [o0.012
\4 NO®

LPX CBO1 & 1 10 |0.012
2@ NCe

@ Not suitable for push-push actuators.
® Direct opening operation @ in accordance with IEC/EN 60947-5-1.

.JLovato

___electric

Operational characteristics

— Any mounting position allowed

— Snap-on mounting into fixing structures of LPZ control
station base

— Maximum of 3 LPX CB... contact or 2 LPX CB... contact
and 1 LPX LPB... LED elements (in middle pos. 3) for
each actuator of LPZ control stations

— See the combinations given under “Contact elements” in
the right-hand column for each type of pushbutton and
selector switch

— For use with test elements, consult Technical support; see
contact details on inside front cover

— Maximum tightening torque for screw terminals: TNm

— Ambient conditions:
« Operating temperature: -25...+70°C
e Storage temperature: -40...+85°C

— Degree of protection: IP20.

Mounting position on the LPZ control station base

LPX LPB...
Fixing structures always mounted in
3 pieces LPX CB... middle pos.3
max/actuator

\ L[JOﬁ

Dimensions
page 7-48

Order code Rated LED Qty | Wt
supply voltage | color pﬁr General characteristics
pog. CONTACT ELEMENTS
A n° | [kl Wiping action and dual scraping-oscillating effect

Screw termination. IEC rated insulation voltage: 690V

Steady light. IEC rated thermal current Ith: 10A

Direct snap-on mounting on LPZ... control station base. Conductivity: 5V 1mA

LPX LPB B3 12..30V Green 10 10016 UL/CSA and IEC/EN 60947-5-1 designation: A600 Q600.

LPX LPB B4 AC/DC Red 10 10016 IEG/EN operational characteristics in AC15 category:

LPX LPB B5 Yellow |10 |0.016 [VI[12 24 48 120 240 400 480 500 600

LPX LPB B6 Blue |10 |0.016 [A]]6 6 6 6 3 19 15 14 12

LPX LPB B8 White 10 10.016 IEG/EN operational characteristics in DC13 category:

LPX LPB E3 85...140V Green |10 |0.016 VI] 12 24 48 125 250 440 500 600

LPX LPB E4 AC Red 10 10,016 [A]| 3 3 15 055 027 015 013 0.1

LPX LPB E5 Yellow |10 |0.016 Short circuit protection fuse: max calibre: 10A gG/SC
“Tovionce | Contact resistance: <20mQ
LPXLPBEG | Blue 10 |0.016 Terminals: Clamp screw and washer.

LPX LPB E8 White 10 {0.016

LPX LPB M3 185..265V  |Green |10 | 0.016 Stroke of contact elements

LPX LPB M4 AC Red 10 [0.016 \ | NO

LPX LPB M5 Yellow |10 |0.016 \ ‘ | | | Ne

LPX LPB M6 Blue 10 {0.016 1 18 3 4 48mm
PXLPBME | White 10 loole (0.03") (0.07") (0.117)  (0.16”) (0.19")

I cClosed contact [ Open contact

Mechanical and electrical endurance of contact elements
Opening force: <0,5kg/1.11b
Electrical life: 1,000,000 cycles for LPX CB10 and LPX CBO1.

LED ELEMENTS
— Rated frequency: 50...60Hz
— Supply voltage:
12...30VAC/DC; 85...140VAC; 185...265VAC
— Maximum consumption:
17mA-0.50W (12...30VAC/DC); 20mA-0.40W
(85...140VAC); 18mA-0.55W (185...265VAC)
— Total protection:
e Against overvoltages
e Against stray currents in wiring
* To reduce flickering phenomenon
e To withstand vibrations
— Minimum activation voltage:
e steady light LPX LPB......: 4V-1mA (12...30VAC/DC);
30V-4mA (85...140VAC); 55V-4mA (185...265VAC)
— Electrical life: 100,000 hours.

Wiring diagram for LED elements

X2 @ X1

Maximum conductor cross section
10r22.5mm? or AWG14 cables.

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, CCC, RINA.
Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.

Wiring diagrams
page 7-55



7 Pushbuttons and selector switches JLovato
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Order code Description | Cover colour | Qty | Wt General characteristics
per CONTROL STATIONS WITHOUT ACTUATOR
pkg — 1106 holes
n° | [ke] — Compact dimensions

— Easy wiring for base-mount contact and LED elements;

LPZP1AS For 1 actuator | Yellow 0.107 possible use of screw and spring-clamp terminal contact
LPZ P1 A8 For 1 actuator | Grey 0.107 or LED elements on the inside surface of the cover using
LPZ P2 A5 For 2 actuators | Yellow 0.152 hzmgfsoc?b?ggﬂ?ﬁédapfer

LPZ P2 A8 For 2 actuators | Grey 0.152 '

LPZ P3 A8 For 3 actuators | Grey
LPZ P4 A8 For 4 actuators | Grey

0.187 CONTROL STATIONS WITH ACTUATOR
0.200 Standard supplied with actuator, label holder and STOP
legend label excluding types with yellow cover, and one base-

Q) IS [ QS (PO [N I Y

LPZ P5 A8 For 5 actuators | Grey 0.240 mount NC contact.
R LPZ P6 A8 For 6 actuators | Grey 0.290
= Operational characteristics
— Cable entry:
Control station base e LPZP1... knockouts:
.- - — M16/PG11 (1 at rear and 1 on left side) 7
Fixing structures fqr contact and/or LED elements — M20/M25/PG13.5/PG16 (1 each on top and
For each actuator: Maximum of 3 contacts or 2 contacts and 1 LED bottom)
. e LPZ P2... knockouts:
T ‘ ‘ T - M16/PG11 (2 at rear)
i@%@ 6:\: : T 1 — LL@E@E» - M20/PG13.5 (1 on each side)
- L — ; - M20/M25/PG13.5/PG16 (1 each on top and bottom)
[ I * LPZ P3/P4/P5/P6 A8 knockouts:
LPZPZAS i == == i — M16/PG11 (2 at rea)
- M20/PG13.5 (2 on each side)
- M20/M25/PG13.5/PG16 (1 each on top and bottom)
\ — Any mounting position allowed
L] L L — Tightening torque of cover screws Tmax: 1.8Nm/16lbin
=== === - Ambient conditions:
' i - - —iH « Operating temperature: -25...+70°C
o LA 38 2f (1B 38 2) \( o * Storage temperature: -40...+85°C
= ‘ 1 — Degree of protection:
.- = : « Per IEC/EN: IP66, IP67 and IP69K
e Per UL: Type 1, 2, 3R, 4,4X, 12K.
Easy identification reference
.‘ Control station cover Eﬁ{,fiﬁ“{?ﬁ'ﬁé‘g ec'gtrsresnonding contact Materials
(inside view) Polycarbonate.
- Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, CCC, RINA.
Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508A for types without actuators /
UL508 for types complete with actuator, CSA C22.2 n° 14.

Anti-loosening action

Anti-rotation indents to extend
fixing ring gripping over time

With one actuator Order code Control Actuator Qty | Wt
station description per
description pkg

n° | [kg]
{ ’ LPZP1B801 |Grey,1way | Mushroom-head |1 0.150

LPZP1A8 | button LPC B6744
with STOP legend

LPZP1B802 | Grey,1way | Mushroom-head |1 0.135
LPZP1 A8 | button LPC B6344
@ - with STOP legend

LPZ P1 B8 02 LPZ P1 B5 02 Yellow, 1 way| Mushroom-head | 1 0.135
LPZP1 A5 | button LPC B6344

LPZ P1 B5 03@ | Yellow, 1 way| Mushroom-head | 1 0.150

LPZP1A5 | button LPC B6644

@ Version with red emergency stop, turn to release and yellow cover
compliant with 1SO 13850.

LPZ P1B5 03

Add-on blocks Accessories and spare parts | Dimensions Wiring diagrams 7_25
page 7-24 pages 7-16 to 19 pages 7-49 and 50 page 7-55



vato
___electric

LPX AU120

LPX AU120

LPX AU120

LPX CO1SM

LPX AU120

o
S
>
=
>
a
fou

LPX AU120
g g LPXAU...

‘ LPX AU120

>}
K

Z

LPX AU120

7 L
Q/«.wl,/ﬁ/u ) Q/«wl,/ﬁm%
g8 NI A/ TN 3
> X =< = SN > X X X< S /7%
g5y NP £555 & =
%ﬂ\«lnhm»z Y A
s Y & [fivq
58 EE:] ) EEE
&8 S8 Y 558
55 55 L
. S58
uo = uo Xxx
58 e S88 EXE
B oo > XX X —
XXX &8 EEE
555 £ 555
D
i —
() .
= g
3
= @ 5
w
co ju
P 2
=] =
@ H
[X] o 5
D o S
-_— D = o
D (&) - : wn
= o @ 3 |8
(7] = = 2 o
D) o g |E
- @ = - | E
2 E =
c e 2 = ;
S c =< = g o
%) %)
o N = o = 2 . |@
oY o : = o & o
= g = 4
S} E E & E = |g
(=] =) ° = =) o
P g
— um C=al%) & @ - 2
= ©|3 = ;|5 = %) u K
< :
22 2 © £ = : |8 2 i3 2
: . 2
= = : 2 ; = < g = %) &} g
o o [aalll ==} =B =] w L — 2 — . — a . = &
E— m S8 o S = & jun] o = T o =
a a
[7-) o 5 S 5 2
3] o eL E 2 < < o @ @ e s &
[— | = EE] =] i} i T o = g a
D | jus] - w
2 T T =} = T
o, oo =) o : : = - :
S|F 2 S :
2 T = = =] @ << =
] o
Sl %2} =3 . o = o o S S
=4 ! = . S < =} < i . = : o . — 5
M~ = o e o S o = o 2 w < ! o = A
o | = & o T 5 T 2 T 2 m = — 5 ] e -
=\ L 175} 2 22} 5 22} Q =) L o 2 o} = [
o|la — = D = ) ju) o} o b o S o ]
O |wn o = = o — 2] =

7-26
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COMBINATIONS FOR ILLUMINATED PUSHBUTTONS AND SELECTOR SWITCHES
SPRING-RETURN BUTTONS

PUSH-PUSH BUTTONS

N
LPX CWOA
LPX CO1
LPX EO1
LPXT..

LPC QL10... LPC QL20...

MUSHROOM-HEAD SPRING-RETURN BUTTON

LPC BL614...

MUSHROOM-HEAD LATCH BUTTON

LPC BL6SA... = e  LPXAU..

DOUBLE-TOUCH BUTTONS

LPX AU120

LPCBL71... LPCBL72...

2 AND 3 POSITION SELECTOR SWITCHES

LPC SL12.. LPC SL13...
CONTROL STATIONS Example of 2 way control station equipped with selector switch, label holder and label along with pilot light
LPX LPB...
LPX CB... always fitted in middle pos. n°3
@ O \:\ T u T 11 1 O ©
1 S

7

T, o O i e T
OO T T O©

\ \ \ 7-27



Pushhutton actuators,
spring return

8 LM2T B30...

Push-push bhutton
actuators

8 LM2T Q20...

Add-on blocks
pages 7-41 to 43
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7 Pushbuttons and selector switches
8 LM @22mm metal series

Order code Colour Qty Wt

per pkg

n° (kg
Flush (without mounting adapter). Spring return.
8 LM2T B102 | Black 10 0.033
8 LM2T B103 | Green 10 0.033
8 LM2T B104 | Red 10 0.033
8 LM2T B105 | Yellow 10 0.033
8 LM2T B106 | Blue 10 0.033
8 LM2T B108 | White 10 0.033
Extended (without mounting adapter). Spring return.
8 LM2T B202 | Black 10 0.035
8 LM2T B203 | Green 10 0.035
8 LM2T B204 | Red 10 0.035
8 LM2T B205 | Yellow 10 0.035
8 LM2T B206 | Blue 10 0.035
8 LM2T B208 | White 10 0.035
Shrouded (without mounting adapter). Spring return.
8 LM2T B302 | Black 10 0.035
8 LM2T B303 | Green 10 0.035
8 LM2T B304 | Red 10 0.035
8 LM2T B305 | Yellow 10 0.035
8 LM2T B306 | Blue 10 0.035
8 LM2T B308 | White 10 0.035
Order code Colour Qty Wt

per pkg

n° [ka]
Flush (without mounting adapter). Push on-push off.
8 LM2T Q1020 | Black 10 0.033
8 LM2T Q1030 | Green 10 0.033
8 LM2T Q1040 | Red 10 0.033
8 LM2T Q105@ | Yellow 10 0.033
8 LM2T Q106® | Blue 10 0.033
8 LM2T Q1080 | White 10 0.033
Extended (without mounting adapter).
Push on-push off.
8 LM2T 0202@ | Black 10 0.035
8 LM2T Q2030 | Green 10 0.035
8 LM2T Q2040 | Red 10 0.035
8 LM2T 0205@ | Yellow 10 0.035
8 LM2T 0206© | Blue 10 0.035
8 LM2T Q2080 | White 10 0.035

@ Use contact elements EM (8 LM2T C10A) and NC (8LM2T C01) only.

Contact elements NO (8LM2T C10) and LB (8LM2T C01D) cannot be
fitted on these actuators. For the number of contact elements, refer to
indications in the right-hand column.

Accessories and spare parts

pages 7-38 to

40

Dimensions
page 7-51

JLovato

___electric

Operational characteristics
— Any mounting position allowed
— Ambient conditions:
* Operating temperature: -25...+60°C
« Storage temperature: -40...+70°C
— Degree of protection:
* Per IEC/EN: IP65
 Per UL/CSA: Type 1, 2, 3R, 4, 4X, 12, 12K.

Materials

An aluminium and zinc alloy (zama) is used for the metal part
whereas plastic parts are made of polyamide and
polycarbonate.

Mechanical endurance

Operating force: 0.8kg/1.71b (actuator).
Mechanical life:

— Spring-return actuators: 1,000,000 cycles
— Push-push actuators: 500,000 cycles.

Mounting adapter

See page 7-41.

Type: LM2T AU120.

The adapter is fixed to the mounting surface by means of
incorporated screws (Tmax = 0.8Nm/0.591bft).

Actuators latch onto the mounting adapter by simple rotation
through a @22mm/@0.87” drilling also on the cover of LPZ
control stations.

Contact elements for spring-return actuators
See page 7-41.
Type:  LM2T C10 (1NO)
LM2T CF10 (1NO Faston)
LM2T C10A (1EM)
LM2T €01 (1NC)
LM2T CF01 (1NC Faston)
LM2T CO1D (1LB)
Contact elements snap onto the mounting adapter.
Up to 6 contacts can be fitted: 2 each on the left, middle and
right, one behind the other.
Up to 3 contacts per actuator can be internally fitted on the
cover surface of LPZ control stations.
To use contact elements in the middle position, install the
action plug LM2T A140 on the actuator; see page 7-38.

Contact elements for push-push button actuators
See page 7-41.
Type:  LM2T C10A (1EM)

LM2T CO01 (1NC)
Contact elements snap onto the mounting adapter.
Up to 2 contacts can be fitted: 1 each on the right and left.
Up to 2 contacts per actuator can be internally fitted on the
cover surface of LPZ control stations (only one on the right
and/or on the left).

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, RINA,
LROS, CGC.

Compliant with standards: I[EC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14



8 LM @22mm metal series

Mechanical reset button,
complete unit, spring return

8 LM2T R1196

Pushbutton actuators,
spring return, with symbol

8 LM2T B11...

8 LM2T B21...

Add-on blocks
pages 7-41 to 43

Accessories and spare parts
pages 7-38 to 40

7 Pushbuttons and selector switches

Order code Colour Qty Wit
per pkg.
n°® [ka]

Flush (5.2mm/0.2” stroke). Adjustable length 0-140mm/5.5”.

Spring return (complete with shaft and mounting adapter)®

8 LM2T R1002 | Black 10 0.065
8 LM2T R1003 | Green 10 0.065
8 LM2T R1004 | Red 10 0.065
8 LM2T R1006 | Blue 10 0.065
8 LM2T R1196®| Blue (RESET) 10 0.065

Extended (5.2mm/0.2” stroke). Adjustable length
0-140mm/5.5”.
Spring return (complete with shaft and mounting adapter)®

8 LM2T R2004 | Red (10 [ 0.067
@ With “RESET”caption on actuator.
@ No contact elements can be fitted.
Order code Symbol Colour | Qty Wit
per pkg
n° kgl
Flush (without mounting adapter). Spring return.
8 LM2TB1102 |0 Black 10 0.033
8 LM2T B1104 Red 10 0.033
8 LM2T B1113 || Green |10 0.033
8 LM2T B1118 White |10 0.033
8 LM2T B1123 | II Green |10 0.033
8 LM2T B1128 White |10 0.033
8 LM2T B1132 | STOP Black 10 0.033
8 LM2T B1134 Red 10 0.033
8 LM2T B1142 Black 10 0.033
—_ | — o
8 LM2T B1148 White |10 0.033
8 LM2T B1152 t o Black 10 0.033
8 LM2T B1158 White |10 0.033
8 LM2T B1163 | START Green |10 0.033
8 LM2T B1168 White |10 0.033
8 LM2T B1176 |R Blue 10 0.033
8 LM2T B1178 White |10 0.033
8 LM2T B1196 | RESET Blue 10 0.033
8 LM2T B1502 | <= | Black 10 0.033
8LM2T B1512 | =»|<e= |Black |10 0.033
Extended (without mounting adapter). Spring return.
8 LM2T B2102 |0 Black 10 0.035
8 LM2T B2104 Red 10 0.035
8 LM2T B2132 | STOP Black 10 0.035
8 LM2T B2134 Red 10 0.035

@ Arrow symbol can be used to indicate right or left.
@ Arrow symbol can be used to indicate up or down.

Dimensions
page 7-51

JLovato

___electric

Operational characteristics
— Any mounting position allowed
— Ambient conditions:
* Operating temperature: -25...+60°C
« Storage temperature: -40...+70°C
— Degree of protection:
* Per IEC/EN: IP65
» Per UL/CSA: Type 1, 2, 3R, 4, 4X, 12, 12K.

Materials

An aluminium and zinc alloy (zama) is used for the metal part
whereas plastic parts are made of polyamide and
polycarbonate.

Mechanical endurance
Operating force: 0.8kg/1.71b (actuator)
Mechanical life: 1,000,000 cycles.

Mounting adapter

See page 7-41.

Type: LM2T AU120.

The adapter is fixed to the mounting surface by means of
incorporated screws (Tmax = 0.8Nm/0.591bft).

Actuators latch onto the mounting adapter by simple rotation
through a @22mm/@0.87” drilling also on the cover of LPZ
control stations.

Contact elements for spring-return actuators with symbols
See page 7-41.
Type:  LM2T C10 (1NO)

LM2T CF10 (1NO Faston)

LM2T C10A (1EM)

LM2T C01 (1NC)

LM2T CFO1 (1NC Faston)

LM2T CO1D (1LB)
Contact elements snap onto the mounting adapter.
Up to 6 contacts can be fitted: 2 each on the left, middle and
right, one behind the other.
Up to 3 contacts per actuator can be internally fitted on the
cover surface of LPZ control stations.
To use contact elements in the middle position, install the
action plug LM2T A140 on the actuator; see page 7-38.

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, RINA,
LROS, CGC.

Compliant with standards: [IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA (22.2 n° 14.
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Mushroom head
pushhutton actuators

E o
A

8 LM2T B614...

%
A

8 LM2T B616...

»
8 LM2T B624...
o
L

8 LM2T B634...

8 LM2T B654...

Add-on blocks
7 30 pages 7-41 to 43

7 Pushbuttons and selector switches
8 LM @22mm metal series

Order code Colour Qty Wt
per pkg
n° [ka]

SPRING RETURN.
@40mm/1.6” (without mounting adapter).

8 LM2T B6142 Black 10 0.037
8 LM2T B6143 Green 10 0.037
8 LM2T B6144 Red 10 0.037
8 LM2T B6145 Yellow 10 0.037
8 LM2T B6146 Blue 10 0.037
@60mm/2.4” (without mounting adapter).

8 LM2T B6162 Black 10 0.043
8 LM2T B6163 Green 10 0.043
8 LM2T B6164 Red 10 0.043
8 LM2T B6165 Yellow 10 0.043
8 LM2T B6166 Blue 10 0.043

LATCH, PULL TO RELEASE.
@40mm/1.6” (without mounting adapter).
For normal stopping.

8 LM2T B6242 Black 10 0.105

8 LM2T B6244 Red 10 0.105

LATCH, TURN TO RELEASE.
@40mm/1.6” (without mounting adapter).
For normal stopping.

8 LM2T B6342 Black 10 0.054

8 LM2T B6344 Red 10 0.054

@40mm/1.6” (without mounting adapter).
For emergency stopping, 1ISO 13850 compliant.

8LM2T B6644 | Red 110 10.087

LATCH, TURN KEY TO RELEASE.
@40mm/1.6” (without mounting adapter).
For normal stopping.

8 LM2T B6542 Black 10 0.091
8 LM2T B6542GO 1 0.091
8 LM2T B6544 Red 10 0.091
8 LM2T B6544GO 1 0.091

@ Versions with different key codes.
Complete with the numeric code of the key. The following versions are
available: 501, 502, 503, 504, 505, 506, 507, 508, 509, 510.
Example of complete code: 8 LM2T B6542G505.

Accessories and spare parts | Dimensions
pages 7-38 to 40 page 7-51

.JLovato

___electric

Operational characteristics
— Any mounting position allowed
— Ambient conditions:
* Operating temperature: -25...+60°C
« Storage temperature: -40...+70°C
— Degree of protection:
* Per IEC/EN: P66 for mushroom buttons (IP65 for
LM2T B654...)
e Per UL: Type 1, 2, 3R, 4, 4X, 12, 12K except for
8 LM2T B616 which is Type 1, 2, 3R, 12, 12K.

Materials

An aluminium and zinc alloy (zama) is used for the metal part
whereas plastic parts are made of polyamide and
polycarbonate.

Mechanical endurance

Operating force: 0.8kg/1.71b (actuator).

Mechanical life:

— Mushroom head spring return buttons: 1,000,000 cycles
— Mushroom head latch buttons: 300,000 cycles.

Mounting adapter

See page 7-41.

Type: LM2T AU120.

The adapter is fixed to the mounting surface by means of
incorporated screws (Tmax = 0.8Nm).

Actuators latch onto the mounting adapter by simple rotation
through a @22mm/@0.87” drilling also on the cover of LPZ
control stations.

Contact elements
SPRING RETURN MUSHROOM - HEAD BUTTONS
See page 7-41.
Type:  LM2T C10 (1NO)
LM2T CF10 (1NO Faston)
LM2T C10A (1EM)
LM2T €01 (1NC)
LM2T CFO1 (1NC Faston)
LM2T CO1D (1LB)

Contact elements snap onto the mounting adapter.

Up to 6 contacts can be fitted: 2 each on the left, middle and
right, one behind the other.

Up to 3 contacts per actuator can be internally fitted the
cover surface of LPZ control stations.

To use contact elements in the middle position, install on the
action plug LM2T A140 on the actuator; see page 7-38.

LATCH MUSHROOM - HEAD BUTTONS

Up to 6 contacts can be fitted: 2 each on the left, middle and
right, one behind the other. (for LM2T B624... and

LM2T B6644 max 4 contacts).

Up to 3 contacts per actuator can be internally fitted the
cover surface of LPZ control stations.

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, RINA,
LROS, CCC.

Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.



7 Pushbuttons and selector switches

Double-touch actuators,
spring return

8 LM2T B71...

8 LM2T B72...

Triple-touch actuators,
spring return

8 LM2T B73...

Add-on blocks
pages 7-41 to 43

8 LM @22mm metal series

Accessories and spare parts

Order code Colour Symbols | Qty Wit
per pkg
n° (kg
Two flush push-buttons (without mounting adapter).
Both spring return.
8 LM2T B7112| Black/Red none 5 0.044
8 LM2T B7113| Green/Red none 5 0.044
8 LM2T B7114| White/Black | none 5 0:044
8 LM2T B7122| Black/Red -0 5 0.044
8 LM2T B7123| Green/Red -0 5 0.044
8 LM2T B7124| White/Black | I-0 5 0.044
8 LM2T B7133| Green/Red Start/Stop| 5 0.044
One extended and one flush push-button (without
mounting adapter). Both spring return.
8 LM2T B7212| Black/Red none 5 0.044
8 LM2T B7213| Green/Red none 5 0.044
8 LM2T B7214| White/Black | none 5 0.044
8 LM2T B7222 | Black/Red -0 5 0.044
8 LM2T B7223| Green/Red -0 5 0.044
8 LM2T B7224| White/Black | I-0 5 0.044
8 LM2T B7233| Green/Red Start/Stop| 5 0.044
Order code Symbols Qty Wt
per pkg.
n° (kg
Triple-touch actuator (without mounting adapter).
Spring return.
8 LM2T B7345 | 5 0.044
STOP
8 LM2T B7355 T 5 0.044
STOP
8 LM2T B7365 5 0.044
—
STOP
4_
8 LM2T B7375 5 0.044
N
STOP
I'g
Dimensions
page 7-51

pages 7-38 to 40

JLovato

___electric

Operational characteristics
— Any mounting position allowed
— Ambient conditions:
* Operating temperature: -25...+60°C
« Storage temperature: -40...+70°C
— Degree of protection:
 Per IEC/EN: IP40.
¢ Per UL/CSA: Type 1.

Materials

An aluminium and zinc alloy (zama) is used for the metal part
whereas plastic parts are made of polyamide and
polycarbonate.

Mechanical endurance
Operating force: 0.8kg/1.7lb (actuator)
Mechanical life: 1,000,000 cycles.

Mounting adapter

See page 7-41.

Type: LM2T AU120.

The adapter is fixed to the mounting surface by means of
incorporated screws (Tmax = 0.8Nm/0.591bft).

Actuators latch onto the mounting adapter by simple rotation
through a @22mm/@0.87” drilling also on the cover of LPZ
control stations.

Contact elements

See page 7-41.

Type: LM2T C10 (1NO)
LM2T CF10 (1NO Faston)
LM2T C10A (EM)
LM2T C01 (1NC)
LM2T CFO1 (1NC Faston)
LM2T C01D (LB)

Contact elements snap onto the mounting adapter.

FOR DOUBLE-TOUCH BUTTONS

Up to 4 contacts can be fitted: 2 each on the left and right,
one behind the other.

Up to 2 contacts per actuator can be internally fitted on the
cover surface of LPZ control stations, 1 on the left and right.

FOR TRIPLE-TOUCH BUTTONS

Up to 6 contacts can be fitted: 2 each on the left, middle and
right, one behind the other.

Up to 3 contacts per actuator can be internally fitted on the
cover surface of LPZ control stations.

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, RINA,
LROS, CCC.

Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.
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7 Pushbuttons and selector switches “iLovato
8 LM @22mm metal series —electric

Selector switch actuators Order code Typeof | Qty Wt Operational characteristics
short lever " At o 1
n° [kal « Operating temperéture: -25...+60°C
2 position (without mounting adapter). « Storage temperature: -40...+70°C
- 8 LM2T $120 v |10 0.049 - Dggﬁ%g&%ﬁggéo”
Y 8 LM2T 5121 N 10 0.049  Per UL/CSA: Type 1, 2, 3R, 4, 4X, 12, 12K.
- 3 position (without mounting adapter). Materials
8 LM2T S1... 8 LM2T $130 o 10 0.049 An aluminium and zinc alloy (zama) is used for the metal part
8 LM2T 8131 < 10 0.049 whereas plastic parts are made of polyamide and
8 LM2T §132 < 10 0.049 polycarbonate.
8 LM2T $133 N 10 0.049 Mechanical endurance
Mechanical life: 300,000 cycles.
; Mounting adapter
Selector switch actuators Order code Typeof | Qty Wt See page 7-41.
position per pkg Type: LM2T AU120.
Iong lever n° ka] The adapter is fixed to the mounting surface by means of
— - - incorporated screws (Tmax = 0.8Nm/0.59”).
2 position (without mounting adapter). Actuators latch onto the mounting adapter by simple rotation
8 LM2T 8220 N 10 0.050 through a !ZJ_22mm/IZJO.87” drilling also on the cover of LPZ
8 LMI2T S221 T 10 0.050 control stations.
3 position (without mounting adapter). Contact elements
8 LM2T 5230 [0 0.050 See page 7-41.
Y Type:  LM2T C10 (1NO)
8 LM2T S2... 8 LM2T 8231 ) 10 0.050 LM2T CF10 (1NO Faston)
8 LM2T 8232 N 10 0.050 LM2T C10A (1EM)
8 LM2T $233 > |10 0.050 LM2T COT (1NC)
N LM2T CFO1 (1NC Faston)
LM2T Co1D (1LB)
Contact elements snap 0r_1to the mounting adapter. .
Selector switch actuators Order code Type of Qty Wi Up to 4 contacts can be fitted: 2 each on the left and right,
k position per pkg one behind the other.
ey S Up to 2 contacts per actuator can be internally fitted on the
1 [kal cover surface of LPZ control stations, 1 on the left and right.
2 position (without mounting adapter). For combination with more than 4 contacts, consult
8 LM2T $320 ,\/ 10 0.079 ;I'r%cr:]tncige\allesrupport for advice; see contact details on inside
8 LM2T $320G® 1 0.079 ’
8 LM2T 8321 e o |10 0.079 T f positions
o e e S AN ype of posi
8 LM2T $321G@ 1 0.079 N/ Maintained position.
; 8 LM2T §340 o 10 0.079 x> Spring return position.
8 LM2T S3... 8 LM2T S340G0 1 0.079 ’\/ « Key extraction position.
3 position (without mounting adapter). Rotation angles
8LM2TS330 | \T/ 10 0.080 2 position 3 position
8 LM2T S330G® 1 0.080 - & 95
8 LM2T 8331 eee |10 0.080 —> [
8 LM2T $331G@ W 1 0.080 \ ] N
(BLM2T 53320 .\J/ 10 0.080 \slsfs%anlsv\fv:tsr:ocnosloured keys are available upon request
8 LM2T $332600 1 0.080 Consult our Technical support; see contact details on inside
8 LM2T $333@ ° 10 0.080 front cover.
8 LMZT $333G0® e ! 0.080 Certifications and compliance
8LM2TS350 | C'V 10 0.080 Certifications obtained: UL Listed for USA and Canada,
8 LM2T $350G0® ; 1 0.080 (cULus - File E93601), as Auxiliary Devices; EAC, RINA,
8 LM2T 5360 10 0.080 LROS, GCC.
_— \I\ Compliant with standards: IEC/EN 60947-1,
8 LM2T S360G@ 1 0.080 IEC/EN 60947-5-1, UL508, CSA G22.2 n° 14.
8 LM2T 83700 o 10 0.080
e — \\L'/
8 LM2T 537060© 1 0.080 @ Versions with different key codes.
8 LM2T S380© ¢ V. 10 0.080 Complete with the numeric code of the key. The following versions are
e lmoT c2annae | | available: 501; 502; 503; 504; 505; 506; 507; 508; 509; 510. Example of
8 LM2T $380600 1 0.080 complete code: 8 LM2T S320G505.
8 LM2T S3900 o - 10 0.080 @ Available only on specific request.
i — \J//
8 LM2T S390G0e 1 0.080
Contact activation for 2-position selector switch Contact activation of 3-position selector switch
Contacts Contacts
1]2 1] 2
' |- ' ° |-
B oo B —|-
¢ —|e

Add-on blocks
pages 7-41 to 43

Accessories and spare parts
pages 7-38 to 40

Dimensions
page 7-52



llluminated button
actuators, spring return

8 LM2T BL10...

|

8 LM2T BL20...

Illuminated button actuators
push-push

8 LM2T QL20...

Add-on blocks
pages 7-41 to 43

7 Pushbuttons and selector switches
8 LM @22mm metal series

Order code Colour Qty Wt
per pkg
n° [ka]
Flush with side visibility (without mounting adapter).
Spring return.
8 LM2T BL103 | Green 10 0.033
8 LM2T BL104 | Red 10 0.033
8 LM2T BL105 | Yellow 10 0.033
8 LM2T BL106 | Blue 10 0.033
8 LM2T BL107 | Transparent 10 0.033
Extended (without mounting adapter). Spring return.
8 LM2T BL203 | Green 10 0.035
8 LM2T BL204 | Red 10 0.035
8 LM2T BL205 | Yellow 10 0.035
8 LM2T BL206 | Blue 10 0.035
8 LM2T BL207 | Transparent 10 0.035
Order code Colour Qty Wt
per pkg
n°® [ka]
Flush with side visibility (without mounting adapter).
Push on-push off.
8 LM2T QL103®| Green 10 0.033
8 LM2T QL104®| Red 10 0.033
8 LM2T QL105@| Yellow 10 0.033
8 LM2T QL106®| Blue 10 0.033
8 LM2T QL107@| Transparent 10 0.033
Extended (without mounting adapter).
Push on-push off.
8 LM2T QL203®| Green 10 0.035
8 LM2T QL2040 | Red 10 0.035
8 LM2T QL2050 Yellow 10 0.035
8 LM2T QL206@| Blue 10 0.035
8 LM2T QL207@| Transparent 10 0.035

(8LM2T CO1) only.

@ Use contact elements EM (8LM2T C10A early make) and NC

Contact elements NO (8LM2T C10) and LB (8LM2T CO1D late break)
cannot be used with these actuators. For the number of contact
elements, refer to the right-hand column.

Accessories and spare parts
pages 7-38 to 40

Dimensions
page 7-52

JLovato

___electric

Operational characteristics
— Any mounting position allowed
— Ambient conditions:
* Operating temperature: -25...+60°C
« Storage temperature: -40...+70°C
— Degree of protection:
* Per IEC/EN: 1P65
e Per UL: Type 1, 2, 3R, 4, 4X, 12, 12K.

Materials

An aluminium and zinc alloy (zama) is used for the metal part
whereas plastic parts are made of polyamide and
polycarbonate.

Mechanical endurance

Operating force: 0.8kg/1.7Ib (actuator).
Mechanical life:

— Spring return buttons: 1,000,000 cycles
— Push-push buttons: 500,000 cycles.

Mounting adapter

See page 7-41.

Type: LM2T AU120.

The adapter is fixed to the mounting surface by means of
incorporated screws (Tmax = 0.8Nm/0.591bft).

Actuators latch onto the mounting adapter by simple rotation
through a @22mm/@0.87” drilling also on the cover of LPZ
control stations.

Contact elements for illuminated spring-return buttons
See page 7-41.
Type: LM2T C10 (1NO)

LM2T CF10 (1NO Faston)

LM2T C10A (EM)

LM2T C01 (1NC)

LM2T CFO1 (1NC Faston)

LM2T C01D (LB)
Contact elements snap onto the mounting adapter.
Up to 4 contacts can be fitted, 2 each on the left and right
one behind the other, when one of the lamp-holders type
LM2T DL400, LM2T EL400, LM2T ZL230, LM2T L... or
LM2T M... is used (see page 7-42 or 43).
On the cover of LPZ control stations, up to 2 contacts per
actuator can be internally fitted, 1 each on the right and/or
left, when one of the lamp-holders type
LM2T DL400, LM2T EL400, LM2T ZL230, LM2T L... or
LM2T M... is used in the middle position.
Instead when using lamp-holder LM2T YL... or LM2T GL...,
up to 2 contacts only can be fitted one behind the other (see
page 7-42).

Contact elements for illuminated push-push buttons
See page 7-41.
Type: LM2T C10A (EM)

LM2T C01 (1NC)
Contact elements snap onto the mounting adapter.
Up to 2 contact elements can be fitted with one of the lamp-
holders type LM2T DL400, LM2T EL400, LM2T ZL230,
LM2T L... or LM2T M... (see page 7-40 or 41).
On the cover of LPZ control stations, up to 2 contacts per
actuator can be internally fitted, 1 each on the right and/or
left, when one of the lamp-holders type
LM2T DL400, LM2T EL400, LM2T ZL230, LM2T L... or
LM2T M... is used in the middle position.
Only 1 contact can be fitted with lamp-golders
LM2T YL..., LM2T GL... (see page 7-42).

Lamp-holder elements
See page 7-42 and 43.

Lamps
Maximum recommended power: 1.2W.
See page 7-38.

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, RINA,
LROS, CCC.

Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.
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Illuminated mushroom
head button actuators

L WY

8 LM2T BL614...

8 LM2T BL624...

Double touch actuators,

spring return, white

indicator

8 LM2T BL71...

8 LM2T BL72...

7-34

Add-on blocks
pages 7-41 to 43

7 Pushbuttons and selector switches
8 LM @22mm metal series

Order code Colour Quantity | Wt
per pkg.
n° [kl
SPRING RETURN.
@40mm/1.6” (without mounting adapter)..
8 LM2T BL6143 | Green 10 0.043
8 LM2T BL6144 | Red 10 0.043
8 LM2T BL6145 | Yellow 10 0.043
8 LM2T BL6146 | Blue 10 0.043
8 LM2T BL6148 | White 10 0.043
LATCH, PULL TO RELEASE.
@40mm/1.6” (without mounting adapter).
8 LM2T BL6243 | Green 2 0.105
8 LM2T BL6244 | Red 2 0.105
8 LM2T BL6245 | Yellow 2 0.105
8 LM2T BL6246 | Blue 2 0.105
8 LM2T BL6248 | White 2 0.105
Order code Colour Symbol | Quantity | Wt
per pkg.
n° [ka]

Two flush pushbuttons (without

Both spring returi

n.

mounting adapter).

8 LM2T BL7112 | Black/Red | none 5 0.044
8 LM2T BL7113 | Green/Red | none 5 0.044
8 LM2T BL7114 | White/Black | none 5 0.044
8 LM2T BL7122 |Black/Red | 1-0 5 0.044
8 LM2TBL7123 | Green/Red | I1-0 5 0.044
8 LM2T BL7124 | White/Black | I-0 5 0.044
8 LM2T BL7133 | Green/Red | Start/Stop| 5 0.044
One extended and one flush pushbuttons (without
mounting adapter). Both spring return.
8 LM2T BL7212 | Black/Red |— 5 0.044
8 LM2T BL7213 | Green/Red | — 5 0.044
8 LM2T BL7214 | White/Black | — 5 0.044
8 LM2T BL7222 | Black/Red | 1-0 5 0.044
8 LM2T BL7223 | Green/Red | 1-0 5 0.044
8 LM2T BL7224 | White/Black | I-0 5 0.044
8 LM2T BL7233 | Green/Red | Start/Stop| 5 0.044

Accessories and spare parts | Dimensions

pages 7-38 to 40 page 7-52
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Operational characteristics
— Any mounting position allowed
- Ambient conditions:
« Operating temperature: -25...+60°C
« Storage temperature: -40...+70°C
— Degree of protection:
* Per I[EC/EN: IP65 for mushroom-head actuators;
IP40 for double-touch actuators.
e Per UL: Type 1, 2, 3R, 4, 4X, 12, 12K except for
8 LM2T BL71... and 8 LM2T BL72... which are Type 1.

Materials
An aluminium and zinc alloy (zama) is used for the metal part
whereas plastic parts are made of polyamide and polycarbonate.

Mechanical endurance
Operating force: 0.8kg/1.71b (actuator).
Mechanical life: 1,000,000 cycles.

Mounting adapter

See page 7-41.

Type: LM2T AU120.

The adapter is fixed to the mounting surface by means of
incorporated screws (Tmax = 0.8Nm/0.59Ibft).

Actuators latch onto the mounting adapter by simple rotation
through a @22mm/@0.87” drilling also on the cover of LPZ
control stations.

Contact elements
See page 7-41.
Type:  LM2T C10 (1NO)
LM2T CF10 (1NO Faston)
LM2T C10A (1EM)
LM2T CO1 (1NC)
LM2T CF01 (1NC Faston)
LM2T CO1D (1LB)
Contact elements snap onto the mounting adapter.

MUSHROOM-HEAD BUTTONS

Can be mounted on the mounting adapter:

— Up to 4 contacts, 2 each on the left and right, one behind
the other, when one of the lamp-holders:

LM2T DL400, LM2T EL400, LM2T ZL230, LM2T L... is used or
2 contacts LM2T M... (see page 7-40 or 41).

- 0On the cover of LPZ control station, up to 2 contacts per
actuator can be internally fitted, 1 each on the right and/or
left, when one of the lamp-holders type LM2T DL400,
LM2T EL400, LM2T ZL230, LM2T L... or LM2T M... is used in
the middle position.

- Up to 2 contacts, one over the other, when one of the lamp-
holders type: LM2T YL... or LM2T GL... is used (see page
7-40).

DOUBLE-TOUCH BUTTONS

Up to 4 contacts can be fitted: 2 each on the left and right.

Up to 2 contacts per actuator can be internally fitted on the
cover of LPZ control stations, 1 each on the right and/or left
when one of the lamp-holders type LM2T DL400,

LM2T EL400, LM2T ZL230, LM2T L... or LM2T M... is used in the
middle position.

Lamp-holder elements
See page 7-42 and 43.

Lamps
Maximum recommended power: 1.2W.
See page 7-38.

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, RINA, LROS,
CCC.

Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n°® 14.



Illuminated selector
switch actuators

8 LM2T SL1...

Contact activation of 2-position selector switch

7 Pushbuttons and selector switches
8 LM @22mm metal series

©©

Add-on blocks
pages 7-41 to 43

Accessories and spare parts
pages 7-38 to 40

Dimensions
page 7-52

Order code Colour Type of | Qty Wt
positions| per pkg
n° [ka]
2 position (without mounting adapter).
8 LM2T SL1203 | Green 10 0.025
8 LM2T SL1204 | Red N o 0.025
8 LM2T SL1205 | Yellow 10 0.025
8 LM2T SL1206 | Blue 10 0.025
8 LM2T SL1208 | White 10 0.025
8 LM2T SL1213 | Green _ 10 0.025
8 LM2T SL1214 | Red AT 0.025
8 LM2T SL1215 | Yellow 10 0.025
8 LM2T SL1216 | Blue 10 0.025
8 LM2T SL1218 | White 10 0.025
3 position (without mounting adapter).
8 LM2T SL1303 | Green 10 0.025
8 LM2T SL1304 | Red % 10 0.025
8 LM2T SL1305 | Yellow 10 0.025
8 LM2T SL1306 | Blue 10 0.025
8 LM2T SL1308 | White 10 0.025
8 LM2T SL1313 | Green e |10 0.025
8 LM2T SL1314 | Red P 10 0.025
8 LM2T SL1315 | Yellow 10 0.025
8 LM2T SL1316 | Blue 10 0.025
8 LM2T SL1318 | White 10 0.025
8 LM2T SL1323 | Green . 10 0.025
8 LM2T SL1324 | Red N 10 0.025
8 LM2T SL1325 | Yellow 10 0.025
8 LM2T SL1326 | Blue 10 0.025
8 LM2T SL1328 | White 10 0.025
8 LM2T SL1333 | Green ~ |10 0.025
8 LM2T SL1334 | Red NZNET, 0.025
8 LM2T SL1335 | Yellow 10 0.025
8 LM2T SL1336 | Blue 10 0.025
8 LM2T SL1338 | White 10 0.025
Contact activation of 3-position selector switch
Contacts Contacts
1|2 1|2
_ - A .| _
L) B — | =
c —|e
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Operational characteristics
— Any mounting position allowed
— Ambient conditions:
« Operating temperature: -25...+60°C
« Storage temperature: -40...+70°C
- Degree of protection:
 Per IEC/EN: IP65
IP40 for actuators.
e Per UL: Type 1, 2, 3R, 4, 4X, 12, 12K.

Materials
An aluminium and zinc alloy (zama) is used for the metal part
whereas plastic parts are made of polyamide and polycarbonate.

Mechanical endurance
Operating force: 0.8kg/1.71b (actuator).
Mechanical life: 300,000 cycles.

Mounting adapter

See page 7-41.

Type: LM2T AU120.

The adapter is fixed to the mounting surface by means of
incorporated screws (Tmax = 0.8Nm/0.591Ibft).

Actuators latch onto the mounting adapter by simple rotation
through a @22mm/@0.87” drilling also on the cover of LPZ
control stations.

Contact elements

See page 7-41.

Type:  LM2T C10 (1NO)

LM2T CF10 (1NO Faston)
LM2T C10A (1EM)

LM2T CO1 (1NC)

LM2T CFO1 (1NC Faston)
LM2T CO1D (1LB)

Contact elements snap onto the mounting adapter.

The following contacts can be fitted on the mounting adapter on

2-position illuminated buttons:

— Up to 4 contacts when one of the lamp-holders type
LM2T DL400, LM2T EL400, LM2T ZL230, LM2T L... or
LM2T M... is used (see page 7-40 or 41).

— On the cover of LPZ control station, up to 2 contacts per
actuator can be internally fitted, 1 each on the right and/or
left, when one of the lamp-holders type LM2T DL400,
LM2T EL400, LM2T ZL230, LM2T L... or LM2T M... is used
in the middle position.

- Up to 2 contacts when one of the lamp-holders type
LM2T YL... or LM2T GL... is used (see page 7-40).

The following contacts can be fitted on the mounting adapter on

3-position illuminated buttons:

— Up to 4 contacts when one of the lamp-holders type
LM2T DL400, LM2T EL400, LM2T ZL230, LM2T L... or
LM2T M... is used (see page 7-40 or 41).

— On the cover of LPZ control station, up to 2 contacts per
actuator can be internally fitted, 1 each on the right and/or
left, when one of the lamp-holders type LM2T DL400,
LM2T EL400, LM2T ZL230, LM2T L... or LM2T M... is used
in the middle position.

NOTE: No lamp-holder type LM2T YL... or LM2T GL... can be

used.

Selector switch type of positions

\/ Maintained position.
X~ Spring return position.

Selector angles
2 position 3 position

[y 950
90° g N

Lamp-holder elements
See page 7-42 and 43.

Lamps
Maximum recommended power: 1.2W.
See page 7-38.

Certifications and compliance

Certifications obtained: UL Listed for USA and Canada,
(cULus - File E93601), as Auxiliary Devices; EAC, RINA,
LROS, CCC.

Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.

7-35



Pilot light heads

7

Uy

8 LM2T IL10...

Potentiometer drives

8 LM2T P100
(with mounting adapter)

8 LM2T P110
(with mounting adapter)

Add-on blocks
7 36 pages 7-41 to 43

7 Pushbuttons and selector switches
8 LM @22mm metal series

Order code Colour Qty Wit
per pkg
n° [ka]
Without mounting adapter.
8 LM2T IL103 | Green 10 0.024
8 LM2T IL104 | Red 10 0.024
8 LM2T IL105 | Yellow 10 0.024
8 LM2T IL106 | Blue 10 0.024
8 LM2T IL107 | Transparent 10 0.024
8 LM2T IL1187 | Transparent 4 @ |10 0.024

@ With symbol indicating dangerous voltage (IEC/EN 60417 5036-a).

LM2T AU120©

LM2TAL..®
LM2T A160©

LM2T Au160©

LM2T DL400®
LM2TFL..®
LM2T GL...
LM2T EL400
LM2T VL230®
LM2T ZL230
LM2T T100
LM2T YL...
LM2T XL...®
LM2T L...
LM2T M...

@ The mounting adapter is supplied with LM2T AU120.
® Can be purchased separately. Refer to page 7-38, 7-39 or 42.

LM2T A190
LM2T AT...®

Order code Characteristics Qty Wit
per pkg
n°® [kg]
Complete with mounting adapter.
8 LM2T P100® | With graduated scale| 10 0.070
8 LM2T P110@® | With variable index | 10 0.070

@ Potentiometer not included.

Accessories and spare parts | Dimensions
pages 7-38 to 40 page 7-52
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Operational characteristics
— Any mounting position allowed
— Ambient conditions:
* Operating temperature: -25...+60°C
« Storage temperature: -40...+70°C
— Degree of protection:
« Per |EC/EN: IP65
e Per UL: Type 1, 2, 3R, 4, 4X, 12, 12K.

Materials
An aluminium and zinc alloy (zama) is used for the metal part
whereas plastic parts are made of polyamide and polycarbonate.

Mounting adapter

See page 7-41.

Type: LM2T AU120.

The adapter is fixed to the mounting surface by means of
incorporated screws (Tmax = 0.8Nm/0.59Ibft).

Pilot light heads latch onto the mounting adapter by simple
rotation through a @22mm/@0.87” drilling also on the cover of
LPZ control stations and exclusively with one of the following
lamp-holders, internally mounted in the middle position:
LM2T DL400, LM2T EL400, LM2T ZL230, LM2T L... or
LM2T M... for each light head.

Lamp-holder elements
See page 7-42 and 43.

Lamps
Maximum recommended power: 1.2W.
See page 7-38.

Certifications and compliance

Certifications obtained: RINA, LROS, EAC, CCC,

UL Listed for USA and Canada (cULus - File E93601), as
Auxiliary Devices.

Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA G22.2 n° 14.

Operational characteristics

— Suitable for potentiometers with 6 and 6.3mm/0.24-0.25”
diameter shaft and minimum 40mm/1.6” shaft length

— Ambient conditions:
* Operating temperature: -25...+60°C
« Storage temperature: -40...+70°C

- Any mounting position allowed

— Degree of protection: IP65 (warranted by potentiometers with
a cylindrical shaft).

Materials
An aluminium and zinc alloy (zama) is used for the metal part
whereas plastic parts are made of polyamide and polycarbonate.

Mechanical endurance
Mechanical life: 300,000 cycles.

Mounting adapter

Standard supply with actuator.

The adapter is fixed to the mounting surface by means of
incorporated screws (Tmax = 0.8Nm/0.59Ibft).

Operators will latch onto the mounting adapter with a simple
twist; not suitable for LPZ control stations.

Certifications and compliance
Certifications obtained: EAC, CCC.
Compliant with standards: IEC/EN 60947-1,
IEC/EN 60947-5-1.



Joysticks

8 LM2T J...
(without mechanical interlock)

8 LM2T J...
(with mechanical interlock)

Accessories

8 LM2T AU101

\ J

L/

T
{148 |3

(10
/

=424 (1.67")~
an

(3.74")

322.3
(0.88")

7 Pushbuttons and selector switches
8 LM @22mm metal series

Order code Type of N° auxiliary| Qty | Wt
positions elements | per
pkg
NO n° | [kg
Without mechanical interlock. Complete with auxiliary contact.

Label holder excluded.

8 LM2T J200 I 2 1 0.082
!
8 LM2T J201 } 2 1 0.082
8 LM2T J400 ! 4 1 0.104
_..i....
8 LM2T J401 1 0.104

T

With mechanical

Complete with au

interlock in centre position.

xiliary contact. Label holder excluded.

8 LM2T J210 ! 2 1 0.082
?
8 LM2T J211 * 2 1 0.082
8 LM2T J410 ! 4 1 0.104
_.-?..-_
8 LM2T J411 4 1 0.104
Order code Description Qty | Wt
per
pkg
L
8 LM2T AU101 | 2-4 directional holder 10 |0.004
for adhesive legends

Operational characteristics

— Any mounting position allowed

JLovato

___electric

— LM2T J2... types can be used with LPZ control stations

— Ambient conditions:

* Operating temperature: -25...+60°C
« Storage temperature: -40...+70°C

— Degree of protection:
« Per |[EC/EN: IP65

e PerUL: Type 1,2, 3R, 4, 4X, 12, 12K

« [P20 for contact elements.

Materials

An aluminium and zinc alloy (zama) is used for the metal
parts whereas plastic parts are made of polyamide and

polycarbonate.

The sealing boot is made of NBR rubber.

Mechanical endurance

Mechanical life: 1,000,000 cycles.

General characteristics of contact elements

Wiping action and dual scraping-oscillating effect.

IEC rated insulation voltage: 690V
IEC rated thermal current Ith: 10A

UL/CSA and IEC/EN 60947-5-1 designation: A300 Q300.

IEC/EN operational characteristics in AC15 category:

[V] 12 24 48 120 240
[A] 6 6 6 6 3
IEC/EN operational characteristics in DC13 category:
[V] 12 24 48 125 250
[A] | 0.55 0.55 0.55 0.55 0.27

Short circuit protection fuse, max calibre: 10A gG/SC.

Contact resistance: <20mQ.

Terminals: Clamp screw with washer

Maximum tightening torque: 1Nm/0.74lIbft.

Mounting adapter and contact elements
The joystick is standard supplied with the mounting adapter

and contact elements.

The adapter is fixed to the mounting surface by means of
incorporated screws (Tmax = 0.8Nm/0.591bft).
The joystick latches onto the mounting adapter by simple

rotation.

Contact elements snap onto the mounting adapter.
Two LM2T CJ... contacts are mounted on joystick LM2T J2...

type and 4 LM2T CJ... contacts on LM2T J4... type.

The mounting adapter and contact elements of LM2T J2...
types can be internally mounted on LPZ control stations

covers.

Certifications and compliance

Certifications obtained: CCC, EAC, UL Listed for USA and

Canada (cULus - File E93601), as Auxiliary Devices.
Compliant with standards: IEC/EN 60947-1,
IEC/EN 60947-5-1, UL508, CSA C22.2 n°® 14.

g@‘%

Joystick positions and contact activation

LM2Tcdio 1] @ [1]e
LM2TCJ10
¢ 2instable ¢ 2stable w2rcir (2| | e 2 0
: LM2TCJ10 | 3 °
-¢- 4instable —4- 4 stable Lmzrciol | 4 °
Accessories and spare parts | Dimensions 7_37
pages 7-38 to 40 page 7-52




:

Pushhuttons and selector switches
8 LM @22mm metal series

Accessories and spare parts order code Description Qty per | Wt
pkg
n° kg

©

8 LM2T A130

8 LM2T A185

4

8 LM2T AL...

7-38

8 LM2T A12...@ | Coloured diffuser for 10 0.001
double touch buttons

8 LM2T A130 Threaded plug for unused
drilled holes (black)

—_

0 0.007

8 LM2T A140 Action plug for centre | 50 0.001
contact

8 LM2T A150 Rod for mechanical 10 0.006
reset button
(I=140mm/5.5”)

8 LM2T A160 BA9s bulb extractor 10 0.004

8 LM2T A161 Hole size adapter set for | 10 0.002
@30mm/1.2” to
22mm/0.87” (2 per hole)

8 LM2T A170 Spare key set for 1 0.008
selector or mushroom
head button

8 LM2T A170G® | Spare key set for 1 0.008
G series selector or
mushroom-head button

8 LM2T A185 Selector switch 10 0.004
protection shroud for
short lever

8 LM2T A190 Diffuser for 10 0.003
pilot light

8 LM2T ALA024 | Filament bulb 100 0.002
BA9s 24VAC/DC - 1.2W

8 LM2T ALB024 | Filament bulb 100 0.003
BA9s 24VAC/DC - 2W

8 LM2T ALB048 | Filament bulb 100 0.003
BA9s 48VAC/DC - 2W

8 LM2T ALB130 | Filament bulb 100 0.003
BA9s 130VAC/DC - 2W

8 LM2T ALL006® | LED bulb BA9s 10 0.003
6VAC/DC

8 LM2T ALL024® | LED bulb BA9s 10 0.003
24VAC/DC

8 LM2T ALL048® | LED bulb BA9s 10 0.003
48VAC/DC

8 LM2T ALN130® | Neon bulb © BA9s 100 0.003
110...125VAC

8 LM2T ALN250® | Neon bulb © 100 0.003
BA9s 220...250VAC

8 LM2T ALP130@ | Neon bulb ® 100 0.003
BA9s 110...125VAC

8 LM2T ALP250® | Neon bulb ® 100 0.003

BA9s 220...250VAC

@ Complete the order code by adding the digit of the selected colour:
3 (green); 4 (red); 5 (yellow); 6 (blue); 7 (transparent); 8 (white).

@ \Versions with different key code. Complete with the numeric code of the key.
The following versions are available:
501; 502; 503; 504; 505; 506; 507; 508; 509; 510.
Example of complete code: 8 LM2T A170G505.
Coloured key versions are available on request; consult Technical support;
see contact details on inside front cover.

® Add the digit of the selected colour: 3 (green); 4 (red); 5 (vellow).
It is advisable to use the same colour of bulb as of the actuator to obtain
adequate light emission.

@ Neon bulbs emit an amber light and may not be suitable for use with green
or blue pilot lights and illuminated actuators.

@® Glass with diffuser lens.

® Plastic neon bulb.

Dimensions
page 7-52
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7 Pushbuttons and selector switches “iLovato
8 LM @22mm metal series —electric

Accessories and spare parts order code Description aty |wt
per pkg.
n° ka]

8 LM2T AT...® | Printed label to be 50 0.001
inserted in pilot lights
and illuminated

pushbuttons
8 LM2T AT... 8 LM2T AU100@ | Legend holder 50 0.001
8 LM2T AU105@ | Legend holder (for 50 0.003

8 LM2T AU106 paper or
8 LM2T AU108 plastic
labels)

8 LM2T AU106 | Blank paper label for 50 0.002
writing

(for LM2T AU105)
8 LM2T AU107 | Transparent protection |50 0.001
for LM2T AU106 label

8 LM2T AU100 8 LM2T AU105 8 LM2T AU108 | Blank plastic label for | 50 0.002
engraving

(for LM2T AU105)
8 LM2T AU13® | IP66 boot for 10 0.006
pushbuttons
LM2T B1/R1...

8 LM2T AU14® | P66 boot for 10 0.009

8 LM2T AU108 pushbuttons

8 LM2T AU106 LM2T B2/B3//BL2/R2...
8 LM2T AU157 | IP66 boot for 10 0.007

double and triple

buttons (transparent)

8 LM2T AU159 | Shroud for buttons 10 0.010
8 LM2T B62/63/65/66...,
8 LM2T BL62...

8 LM2T AU170 LPX DIN Adapter for mounting | 10 0.008
8 LM2T... buttons on
DIN rail 35mm/1.38”
wide (2 modules)

8 LM2T AU167 | IP66 protective boot 10 0.012
for mushroom head
buttons LM2T B62/B63...
(transparent)

8 LM2T AU170 | Actuator gasket 10 0.006

@ Available only on specific request, consult Technical support; see contact
details on inside front cover.

® To preserve actuators degree of protection (IP65) place their gasket
between legend holder and mounting surface.

@® For flush and extended push-buttons, complete the order code by adding the

8 LM2T AU159 digit of the required colour: 2 (black); 3 (green); 4 (red); 5 (vellow); 6 (blue);

7 (transparent); 8 (white).
For illuminated push-buttons, add only digit 7 (transparent).

LPX DIN

Dimensions
page 7-52 7 39



Labels with text for

LM2T AU100 legend holder

0P

8 LM2T AGB230

@ Recommended use with LM2T AU206 blank label.

@ Sheet with 108 adhesive labels.
© Complete code with label text required.

Plastic disk for mushroom

head pushbuttons

° o
@

@
@
8 LPX AU123
7-40 \

7 Pushbuttons and selector switches
8 LM @22mm metal series

Order code Text Qty per | Wt
pkg
n°® [ka]
General use.
8 LM2T AU206 | Blank for writing 50 0.001
8 LM2T AU207 | Sheet with 108 labels 10 0.005
for laser printing®
8 LM2T AU208® | Sheet with 108 10 0.005
laser-printed labels@®
8 LM2T AGB210 | LATCH 50 0.001
8 LM2T AGB211 | OPEN 50 0.001
8 LM2T AGB212 | STOP 50 0.001
8 LM2T AGB213 | GENERAL STOP 50 0.001
8 LM2T AGB214 | STOP RESET 50 0.001
8 LM2T AGB215 | FORWARD 50 0.001
8 LM2T AGB216 | CLOSE 50 0.001
8 LM2T AGB217 | RIGHT 50 0.001
8 LM2T AGB218 | LOWER 50 0.001
8 LM2T AGB219 | OFF 50 0.001
8 LM2T AGB220 | EMERGENCY 50 0.001
8 LM2T AGB221 | OFF 50 0.001
8 LM2T AGB222 | REVERSE 50 0.001
8 LM2T AGB223 | ON 50 0.001
8 LM2T AGB237 | THERMAL TRIP 50 0.001
8 LM2T AGB224 | SLOW 50 0.001
8 LM2T AGB225 | RUNNING 50 0.001
8 LM2T AGB226 | RESET 50 0.001
8 LM2T AGB227 | RAISE 50 0.001
8 LM2T AGB228 | LEFT 50 0.001
8 LM2T AGB229 | POWER ON 50 0.001
8 LM2T AGB225 | START 50 0.001
8 LM2T AGB230 | STOP 50 0.001
8 LM2T AGB214 | STOP-RESET 50 0.001
8 LM2T Al231 FAST 50 0.001
For selector switches.
8 LM2T Al232 STOP-START 50 0.001
8 LM2T AI233 AUTO-MAN 50 0.001
8 LM2T AI234 AUTO-0-MAN 50 0.001
8 LM2T Al242 MAN-0-AUTO 50 0.001
8 LM2T AI235 FWD-0-REV 50 0.001
8 LM2T AlI236 ON - OFF 50 0.001
8 LM2T Al241 MAN-AUTO 50 0.001
8 LM2T AGB232 | STOP-START 50 0.001
8 LM2T AGB236 | OFF-ON 50 0.001
International labels for pushbuttons.
8 LM2T AU200 | O 50 0.001
8 LM2T AU201 || 50 0.001
8 LM2T AU202 | Il 50 0.001
International labels for selector switches.
8 LM2T AU203 | O-I 50 0.001
8 LM2T AU204 | I-II 50 0.001
8 LM2T AU205 | I-0-II 50 0.001
Ordering code Text Qty per | Wt
pkg
n°® [ka]
@90mm/3.5”.
8 LM2T AU112 | EMERGENCY STOP 10 0.005
8 LM2T AU113 | EMERGENCY STOP 10 0.005
8 LPX AU124 IEC60417-5630 symbol | 10 0.005
according to 1SO 13850
@60mm/2.4”.
8 LM2T AU114 | EMERGENCY STOP 10 0.003
8 LM2T AU115 | EMERGENCY STOP 10 0.003
8 LM2T AU118 | ARRET D’'URGENCE / 10 0.003
NOT-AUS /
PARO EMERGENCIA
8 LPX AU123 IEC60417-5630 symbol | 10 0,005
according to 1SO 13850
Dimensions

page 7-52
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General characteristics
The labels have indelible scratch-proof black lettering on
metalised grey polycarbonate background (adhesive).

Special versions

Labels in different languages are available.

Consult Technical support; see contact details on inside front
COVer.

General characteristics

The disks are made of non-adhesive plastic.

It is not possible use plastic disks with protection
8 LM2T AU159.

Special versions

The disk text in different languages is available.

Consult Technical support; see contact details on inside front
cover.



Mounting adapter

8 LM2T AU120

Contact elements

8LM2T C...

8 LM2TE...

8 LM2T CF10

7 Pushbuttons and selector switches
8 LM @22mm metal series

Order code Description Qty Wit
per pkg
n° (kg

Only for metal series LM2T actuators.

JLovato

___electric

Operational characteristics

— Any mounting position allowed

— The adapter is fixed to the mounting surface by means of
incorporated screws (Tmax = 0.8Nm/0.59Ibft) also
internally on LPZ control stations covers

- Contact elements snap onto the adapter

8 LM2T AU120 Mounting adapter 10 0.019
unting adap ‘ ‘ — Maximum tightening torque for screw terminals: TNm
- Ambient conditions:
* Operating temperature: -25...+60°C
« Storage temperature: -40...+70°C
- Degree of protection:
« [P20 for contacts elements with screw termination
< [POO for contact elements with Faston termination.
Order code Function Qty Wit General characteristics of contact elements
per pkg Wiping action and dual scraping and oscillating effect,
e ka] IEC rated insulation voltage: 690V
— IEC rated thermal current Ith: 10A
screw termination. Conductivity: 5V 10mA.
Without mounting adapter UL/CSA and IEC/EN 60947-5-1 designation: A60O Q600.
8 LM2T C100 -3 o 10 0.011 IEG/EN operational characteristics in AC15 category:
4 o [VI|12 24 48 120 240 400 480 500 600
8 LM2T C10A 17 10 0.011 [A]|6 6 6 6 3 19 15 14 12
\.a EMe IEC/EN operational characteristics in DC13 category:
8LM2TCO1S 71@ 10 0.011 Vi] 12 24 48 125 250 440 500 600
2 NC® [A]| 3 3 15 055 027 015 013 0.1
8 LM2T C01D® 5 10 0.011 Short-circuit protection fuse: max. calibre 10A gG/SC
¢ LBoo Contact resistance: <20mQ
— Terminals: Clamp screw with washer
ﬁ\fi;ﬁwmtgﬂwt'i?]%“:é‘épter Faston 1-6.35mm/0.25” or 2-2.8mm/0.11".
8 LM2T E100 3 10 0.029 Stroke of contact elements
. NO©® EM
8 LM2T E01 6 y 10 [0029 NG
= . NC
?2:) NC® LB
: 1
Faston termination 1 2(0.08")| 3 (0.35”) Jl 4.8mm
Without mounting adapter (0.04") 48 2.8 ©0.167) (0197
8 LM2T CF100 13 10 0.012 (0.077)  (0.117)
\ , Noe [ cClosed contact [ Open contact
q
8 LM2T CF01© ?@ NC® 10 0.012 Maximum conductor cross section for screw terminals 1 or
2 2 2.5mm? or AWG12 cables.

@ Use LM2T C10A (EM) or LM2T CO1 (NC) type only with push-push
actuators. Not suitable for push-push actuators.

@ Normally open contact with early make operation.

@ Direct (positive) opening action &) in accordance with IEC/EN 60947-5-1.

@ Normally closed contact with late break operation.

Drillings - Minimum recommended distances

~—50(1.97")—
L : Py :
) - Tan
L\
e | 25

722.3
(0.8

@® Using contacts with Faston elements, the minimum vertical pitch is
90mm/3.54".

Dimensions

page 7-52 page 7-55

Wiring diagrams

Mechanical and electric endurance
Operating force: 0.5kg / 1.1lb (contact elements).

Electrical life: LM2T C10 1,000,000 cycles
LM2T CF10 1,000,000 cycles
LM2T Co1 1,000,000 cycles
LM2T CFO1 1,000,000 cycles
LM2T C10A 600,000 cycles
LM2T C01D 600,000 cycles.

Certifications and compliance

Certifications obtained: RINA, LROS, EAC, CCC,

UL Listed, for USA and Canada (cULus - File E93601), as
Auxiliary Devices.

Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.
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Lamp-holder elements

without mounting adapter

-
g%%ig

=
Zn
-

..m$
as

o
L%

=

e

S

8 LM2T EL400
8 LM2T ZL230

8 LM2T YL...
8 LM2TGL...

Lamp-holder elements
with mounting adapter

8 LM2T DL400

Test element

for lamp-holders without

mounting adapter

W
v

%

LM T

i

8 LM2T T100
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8 LM @22mm metal series

Order code Rated Type of Qty | Wt
supply bulb per
voltage supplied pkg
[V] 50/60Hz n° | [kl
Direct supply.
8 LM2T EL400@ | <415VAG/DC| No (10 Jo.011
With resistor and diode.
8 LM2T ZL230® | 230VAC Yes 10 {0.015
130V (2W)
With transformer®.
8 LM2T YL110@ | 110...120VAC| Yes 1 0.086
24V (1.2W)
8 LM2T YL230® | 220...240VAC| Yes 1 0.084
24V (1.2W)
8 LM2T YL400® | 380..415VAC| Yes 1 0.087
24V (1.2W)
Flashing®.
8 LM2T GL048®® | 24...48VAC | No 1 0.027
8 LM2T GL230@® | 110..230VAC | No 1 0.027
Order code Rated Type of Qty | Wt
supply bulb per
voltage supplied pkg.
[V] 50/60Hz n° | [kl
Direct supply.
8 LM2T DL400© | <415VAG/DC| No (10 [0.029
Order code Description Qty | Wt
per
pkg.
n® | [kl
Test element for lamp-holders.
8 LM2T T100 Test element ©0@ (10 Joot

@ Filament bulb, BA9s Us130VAG/DC max 2.6W (not supplied); maximum
dimensions 11x28 mm.
For higher voltages, use neon bulbs.

@ Not suitable for 3-position selectors.

@ Filament bulb, BA9s (not supplied); maximum dimensions
11x28mm/0.4x1.1".
Use bulbs with rated voltage equal to that of the power supply.
Suitable for AC duty only.
E.g.: With 8 LM2T FL230, use 110VAC bulbs if power supply is 110VAC and
230VAC bulbs if power supply 230VAC. 2.6W max bulb rating.

@ MultiLED bulbs must not be fitted.

@® |In case of test circuits for lamp-holders having load in parallel, two
LM2T T100 elements are required for each bulb.
Refer to the wiring diagram attached to the product or consult Technical
support; see contact details on inside front cover.

® |In case of neon bulbs, consult Technical support; see contact details on
inside front cover.

@ Only use with lamp-holder elements:
 With direct supply
« With resistor and diode

® Not suitable for use with test element.

Dimensions
page 7-51 and 52
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Operational characteristics

— Operating supply voltage limits for all types:
-15...410% Ue

— Any mounting position allowed

— The adapter is fixed to the mounting surface by means of
incorporated screws (Tmax = 0.8Nm/0.591bft) also
internally on LPZ control stations covers

— Lamp-holder elements snap onto the adapter

— Only lamp-holder elements LM2T DL400,
LM2T EL400, LM2T T100 and LM2T ZL230 can be used
with LPZ control stations

— Maximum tightening torque: 1Nm/1.571bft

— Ambient conditions:
* Operating temperature: -25...+60°C
« Storage temperature: -40...+70°C

— Degree of protection: IP20.

Mounting adapter

See page 7-41.

Type : LM2T AU120 for LM2T EL400, LM2T ZL230,
LM2T YL..., LM2T GL... and/or LM2T T100.

Maximum conductor cross section
10r22.5mm? or AWG 12 cables.

Wiring diagrams

Direct supply With resistor and diode

LM2T EL400 x4 LM2T ZL230 x1
LM2T DL400 (%)

X2 X2
With transformer Flashing

LM2TYL... x LM2T GL... %}p
e ;

Test element
LM2TT100 ¥ x5

TEST

Certifications and compliance

Certifications obtained: RINA, LROS, GOST, CCC,

UL Listed for USA and Canada (cULus - File E93601), as
Auxiliary Devices.

Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14.

Wiring diagrams
page 7-55
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7 Pushbuttons and selector switches
8 LM @22mm metal series

LED elements
steady light

8LM2TL...

LED elements
flashing light

8 LM2T M...

Order code Supply voltage LED |Qty |Wt
colour | per
pkg.
[Vl n° | [kg]
Screw termination.
Supplied without mounting adapter.
8 LM2T LB3@ | 12...30VAC/DC Green |10 0.016
8 LM2T LB4@® Red |10 0.016
8 LM2T LB5@ Yellow | 10 0.016
8 LM2T LB6® Blue |10 0.016
8 LM2T LB8® White |10 0.016
8 LM2T LE3 | 85...140VAC Green |10 0.016
8 LM2T LE4 Red |10 0.016
8 LM2T LE5 Yellow | 10 0.016
8 LM2T LE6 Blue |10 0.016
8 LM2T LE8 White |10 0.016
8 LM2T LM3 | 185...265VAC Green |10 0.016
8 LM2T LM4 Red |10 0.016
8 LM2T LM5 Yellow | 10 0.016
8 LM2T LM6 Blue |10 0.016
8 LM2T LM8 White |10 0.016

@ Only LM2T LB... type is suitable for use with LM2T T100 test element.

Order code Supply voltage LED |Qty |Wt
colour | per
pkg.
(vl n° | [kg]
Screw termination.
Supplied without mounting adapter.
8 LM2T MB3®| 18...30VAC/DC Green |10 0.016
8 LM2T MB4® Red 10 0.016
8 LM2T MB5® Yellow | 10 0.016
8 LM2T MB6® Blue |10 0.016
8 LM2T MB8® White |10 0.016
8 LM2T ME3 | 85...140VAC Green |10 0.016
8 LM2T ME4 Red 10 0.016
8 LM2T ME5 Yellow | 10 0.016
8 LM2T ME6 Blue |10 0.016
8 LM2T ME8 White | 10 0.016
8 LM2T MM3 | 185...265VAC Green |10 0.016
8 LM2T MM4 Red 10 0.016
8 LM2T MM5 Yellow | 10 0.016
8 LM2T MM6 Blue |10 0.016
8 LM2T MM83 White | 10 0.016

® Only LM2T MB... type is suitable for use with LM2T T100 test element.

Dimensions
page 7-51 and 52

Wiring diagrams

page 7-55

Operational characteristics
— Rated frequency: 50-60Hz
— Supply voltage:

« Steady light: 12...30VAC/DC; 85...140VAC; 185...265VAC

¢ Flashing light: 18...30VAC/DC; 85...140VAC,
185...265VAC

— Maximum consumption:

« Steady and flashing light: 17mA-0.50W
(12...30VAC/DC); 20mA-0.40W (85...140VAC);
18mA-0.55W (185...265VAC)

- Protection:

* Against overvoltages

* Against stray currents in wiring

* To reduce flickering phenomenon

« To withstand vibrations

— Minimum activation voltage:

« Steady light: 4V-1mA (12...30VAC/DC); 30V-4mA
(85...140VAC); 55V-4mA (185...265VAC)

e Flashing light: 5V-1.5mA (18...30VAC/DC);
13V-1.5mA (85...140VAC); 25V-1.5mA (185...265VAC)

— Electrical life: 100,000 hours

— Snap onto 8 LM2T AU120 mounting adapter in the middle
position for each illuminated actuator, also internally on
the LPZ control station cover

— No other element can be stacked behind LED elements

— Any mounting position allowed

— Maximum tightening torque: 1Nm

— Ambient conditions:
* Operating temperature: -25...+60°C
« Storage temperature: -40...+85°C

— Degree of protection: 1P20.

Mounting adapter

See page 7-41. Type: LM2T AU120.

The adapter is fixed on the mounting surface by means of
incorporated screws (Tmax=0,8Nm/0.59Ibft).

Maximum conductor cross section
10r22.5mm? or AWG12 cables.

Wiring diagram
X2 @ X1

Certifications and compliance

Certifications obtained: EAC, CCC, UL Listed for USA and
Canada (cULus - File E93601), as Auxiliary Devices.
Compliant with standards: IEC/EN 60947-1,

IEC/EN 60947-5-1, UL508, CSA C22.2 n° 14-95.
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Enclosures with cut-outs
for @22mm units
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LPZ M2 AS
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7 Pushbuttons and selector switches
Metal control stations and enclosures LPZ M

Order code Description Cover Qty | Wt
colour per
pkg.
n® | [ka]
" With holes.
g ~ LPZM1A5 | Foriactuator |Yelow |1 |0.343
ﬂ:’ 4 LPZ M1 A5P qu1 actuator | Yellow 1 0.382
LPZ M1 ASP with shroud
LPZ M1 A8 For 1 actuator Grey 1 0.349
LPZ M2 A5 For 2 actuators | Yellow 1 0.456
LPZ M2 A8 For 2 actuators | Grey 1 0.458
LPZ M3 A8 For 3 actuators | Grey 1 0.603
m LPZ M4 A8 For 4 actuators | Grey 1 0.581
LPZ M5 A8 For 5 actuators | Grey 1 0.680
LPZ M6 A8 For 6 actuators | Grey 1 0.671
With multiholes.
LPZ M4C A8 For 4 actuators | Grey 1 0.570
P LPZ M6C A8 For 6 actuators | Grey 1 0.660
LPZ M8C A8 For 8 actuators | Grey 1 1.060
e LPZ M12C A8 | For 12 actuators | Grey 1 1.360
- LPZ M16C A8 | For 16 actuators | Grey 1 1.650
LPZ M2 A8
e | l Iy
, ] e
y Py r}
4 PY 'l
L g
'] o o
o o e
n » [ [
LPZ M4 A8 LPZ M5 A8 LPZ M6 A8
'y
00
00
o~
LPZ M6C A8
¢
o 009,
o0
; [ 4 :
]
LPZ M12C A8
a2
0o ®
0o ®
P4
o0
Dimensions

page 7-53 and 54
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General characteristics

Control stations made of aluminium alloy suitable for
pushbuttons, selector switches and pilot lights Platinum and
8LM series. Maximum 3 contacts for operator (with
mounting adapter) mounted on the cover.

Operational characteristics
— Cable entry®: @21mm (for M20 or PG13.5 cable
gland)
— Degree of protection:
* |[EC/EN: IP66 and P67
o UL: NEMA 4X
— Earth connection through threaded holes on the base and
on the cover (screws supplied)
— Ambient conditions:
« Operating temperature: -25...+70°C
« Storage temperature: -40...+85°C.

Certifications and compliance

Certifications obtained: cULus for LPZM1A5...LPZM6A8
codes (series with holes).

Certifications pending: cULus for multiholes LPZM...C type.
Compliant with standards: IEC/EN 60947-5-1.

@ Not available for multiholes LPZM...C type.

Order codes Dimensions n° of rows | n° of rows
(X, Y, Z) [mm (in)] | vertical horizontal

LPZ M1 A5/A8 | 80x80x73 1 1
(3.15x3.15x2.87")

LPZ M1 A5P | 80x80x108 1 1
(3.15x3.15x4.25”)

LPZ M2 A5/A8 | 80x130x73 1 2
(3.15x5.12x2.87")

LPZ M3 A8 80x170x73 1 3
(3.15x6.69x2.87”)

LPZ M4 A8 80x170x73 1 4
(3.15x6.69x2.87”)

LPZ M5 A8 80x230x73 1 5
(3.15x9.05x2.87”)

LPZ M6 A8 80x230x73 1 6
(3.15x9.05x2.87”)

LPZ M4C A8 | 80x170x73 2 2
(3.15x6.69x2.87")

LPZ M6C A8 | 80x230x73 2 3
(3.15x9.05x2.87”)

LPZ M8C A8 160x160x90 4 2
(6.30x6.30x3.54")

LPZ M12C A8 | 170x190x90 4 3
(6.69x7.48x3.54”)

LPZ M16C A8 | 190x250x90 4 4
(7.48x9.84x3.54”)




Enclosures
=
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=
LPZ M1 E5 LPZ M1 E8
- B
— B
=~ =" Vu..
LPZ M2 E8 LPZ M3 E8 LPZ M4 E8
‘ - o
|
|
1) n
LPZ M5 E8 LPZ M6 E8
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o
LPZ M7 E8

7 Pushbuttons and selector switches
Metal control stations and enclosures LPZ M

Order code Dimensions Cover |Qty |Wt

(X, Y, 2) colour | per
pkg.

[mm] n° | [kl

LPZ M1 E5 80x80x73 Yellow |1 0.346
(3.15x3.15x2.87”)

LPZ M1 E8 80x80x73 Grey 1 0.352
(3.15x3.15x2.87")

LPZ M2 E8 80x130x73 Grey 1 0.462
(3.15x5.12x2.87”)

LPZ M3 E8 80x170x73 Grey 1 0.600
(3.15x6.69x2.87”)

LPZ M4 E8 80x230x73 Grey 1 0.680
(3.15x9.05x2.87")

LPZ M5 E8 160x160x90 Grey 1 1.100
(6.30x6.30x3.54”)

LPZ M6 E8 170x190x90 Grey 1 1.400
(6.69x7.48x3.54”)

LPZ M7 E8 190x250x90 Grey 1 1.700

(7.48x9.84x3.54”)

Dimensions
page 7-53 and 54
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General characteristics

Enclosures made of aluminium alloy suitable for
pushbuttons, selector switches and pilot lights Platinum and
8LM series. The enclosures are supplied without any holes
on the cover and on the base (no cable entry). Maximum 3
contacts for operator (with mounting adapter) mounted on
the cover.

Operational characteristics
— Degree of protection:
* |EC/EN: IP66 and P67
o UL: NEMA 4X
- Earth connection through threaded holes on the base and
on the cover (screws supplied)
- Ambient conditions:
 Operating temperature: -25...+70°C
 Storage temperature: -40...+85°C.

Certifications and compliance
Certifications obtained: cULus.
Compliant with standards: IEC/EN 60947-5-1.

Order code Max. operator |n° of rows |n° of rows
number vertical horizontal

LPZ M1 E5/E8 |1 1 1

LPZ M2 E8 2 1 2

LPZ M3 E8 4 1 3

LPZ M4 E8 6 1 5

LPZ M5 E8 8 4 2

LPZ M6 E8 12 4 3

LPZ M7 E8 16 4 4
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7 Pushbuttons and selector switches JLovato
8 LM @22mm metal series o sleetne
COMBINATIONS FOR METAL SERIES PUSHBUTTONS AND SELECTOR SWITCHES
SPRING-RETURN BUTTONS
LM2TC...
LM2TC... LM2T CF...
LM2T CF...
) LM2T AU120
@ % A et ..

LM2T B10... LM2T B20... LM2T B30...
LM2T B11... LM2T B21...

A LN2T U170
( @ LM2T Atdo

PUSH-PUSH BUTTONS

LM2T C10A
LM2T Cco1
LM2T E01

LM2T Q10... LM2T Q20...

NORMAL STOPPING MUSHROOM-HEAD BUTTONS

LM2T S1... LM2T S2.. LM2T S3...

M1 e LMoT G
) o LT AU LM2T AUT20
= g | wer au. A izt av..
7%
LM2T 8614.. LM2T B616... LM2T B634... LM2T B654... O LM2T AU170 Ve hilas
( @ LM2T A140
MUSHROOM-HEAD LATCH BUTTONS
Lm2TC...
LM2T CF...
LM2T 8624... LM2T B6644
DOUBLE-TOUCH BUTTONS
Lm2T €.
LM2T CF...
LM2T AU120
LM2T B71... LM2T B72...
TRIPLE-TOUCH BUTTONS
LM2T €.
LM2T CF...
LM2T AU120
LM2T B73...
SELECTOR SWITCHES
Lm2TC..
LM2T CF...
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7 Pushbuttons and selector switches
8 LM @22mm metal series

COMBINATION FOR METAL SERIES ILLUMINATED PUSHBUTTONS AND SELECTOR SWITCHES

JLovato

___electric

SPRING-RETURN BUTTONS

LM2T C...
LM2T CF...

LM2T L... - LM2T M...
LM2T DL400 - LM2T EL400
LM2T ZL230

LM2T C...
LM2T CF...
LM2T T100
LM2T AU120

LM2T AU...

q
LM2T YL..
LM2T GL...

LM2T BL1O... LM2T BL2D... LM2T CF..
LM2TE... A LM2T AUT70
LM2T T100 0
PUSH-PUSH BUTTONS LM2T L.
LM2T M...
LM2T EL400
LM2T 21230 X LM2T C10A
LM2T C10A
LM2T €01
LM2T E01
LM2T AUT20
LM2T T100 LM2T YL..
LM2T GL.
LM2T QL20...
MUSHROOM-HEAD SPRING-RETURN BUTTON LM2T L. - LM2T M... LM2TC...

LM2T DL400 - LM2T EL400

LM2TC...
LM2T CF...
LM2T T100

LM2T BL614...

LM2T YL...
LM2T GL...

MUSHROOM-HEAD LATCH BUTTON LM2TL...- LM2T M... _erc..

LM2T DL400 - LM2T EL400

rLMZT 21230

LM2T AU120

LM2T BL624...

| vt Au.. 7
I f LM2TYL...

LM2T GL...
42 LM2T AU170

DOUBLE-TOUCH BUTTONS

LM2T C...
LM2T CF...
LM2T T100

LM2T BL71... LM2T BL72...

LM2T L... - LM2T M...
LM2T DL400 - LM2T EL400

LM2T AU120

2-POSITION SELECTOR SWITCHES

LM2TC...

LM2T L... - LM2T M...
LM2T DL400 - LM2T EL400

M2TC.. LM2T 71230

LM2T CF...
LM2T T100

LM2T YL...

LM2T SL12... LM2T GL...

3-POSITION SELECTOR SWITCHES

LM2T L... - LM2T M...
LM2T DL400 - LM2T EL400
LM2T C... LM2T ZL230
LM2T CF...
LM2T T100

LM2T SL13...
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7 Pushbuttons and selector switches

PLATINUM SERIES PUSHBUTTONS AND SELECTOR SWITCHES

Flush pushbutton with screw terminal contact or LED or test
elements

) (e g
=5 (004024 max) 2<
—~1_ |
o 82
hat B *v
ADD-ON
43 ” ELEMENTS
(1.69") (possible LPXT...) n°1 LPXAUT20

miLexe.
n°1 LPX...in middle
pos. on [PX AU12D acapter

Mushroom-head pushbutton with auto-monitor contacts
LPX CO1SM

=& 1-6Max —am =—41
TS (004024'max) [ (161"

43
(1.69")

Flush pushbutton with test element and spring-clamp terminal
contact or LED elements LPX CS... - LPX LPS...

201
79')

g 67.5 (2.66") 0

=) (0. 04 U 24 max) - (037
* Fal I 33l =
S o
@ -
1= =

43—
(1.69") ELEMENTS °1 LPX AUT20

(possible LPXT...)

n°1 LPX CS.
n°1 LPX LPS... in middle pos.
Df LPX AU120 adapter

JLovato

___electric

. 1sﬁ

(1 8")

24.1 (+0.4,-0)
0,95” (0.02, -0")

O
DG

)

3201020 —<t= 0223 (+0.4,-0)
0.12°(+0.01", -07) 00.88"(+0.02", -0")

@ When Faston contacts are used, the vertical
pitch must be 85mm minimum.

LPX C02SM
1-6ma;
(0.04-0.24”
-
8= I,
= i
(1.69”

Drillings — Minimum recommended distances with
spring-clamp terminal contact or LED elements
()]
r—30—=

(118")

]

24.1 (0.4, -0)
0,95” (0.02, -07)

D)

0223 (+0.4, -0)
90.88(+0.02", -0")

Spring-return and push-push buttons

05077 $;
ﬂﬁi

}
Flush Push-push Extended Push-push
LPCB1... LPC Qf... LPC B2... LPC Q2...

Illuminated flush LPX 00® llluminated extended ||jyminated push-push

LPC BL1...  llluminated push-push LPC BL2... LPC QL2...
LPX BO® LPC QL1... LPX OL0®

Mechanical buttons

(1.16”)

Flush Extended
LPCR1... LPC R2004

Push-pull Turn to release Turn key to release

LPC B674... LPC B634... LPC B684...

7-48

!

0295 |o_
(1.167)

(0.95")

.

@ Complete with cap or lens.

Mushroom-head button actuators

24.1—m

Spring return Spring return
PC B614...

LPC B616...

llluminated spring return

LPC BL614...

[
g
f
Turn to release Turn to release
LPC B6634 LPC B6644
llluminated turn to release
LPC BL664...

Drillings - Minimum recommended distances



7 Pushbuttons and selector switches
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Selector switch actuators v » (3_3-77,,)‘326 197 257
i 857 j0s) ST R
0o E P L e
oz @ AR O €85k
Lever Key Long lever Knob
LPC $1... LPC S3... LPC S2... LPC $4...
llluminated lever
LPC SL1...
Flush double-touch buttons Double-touch buttons with an Triple-touch button with Drillings - Minimum recommended distances
with or without light extended button with or without middle extended button $30W
indicator light indicator s LN
295 2950 157 (065 - (-18) o
*7 (1.16”) (82'02“) (1.16") | (0.627) r‘ﬂz?ﬁs')— i:’j’_?&g&) ? 52
e 0 TROOE:
T\ T\ = /*) @ .
LPC B71... - LPC B72... - LPC B73... AL\ 4
LPC BL71... LPC BL72... |
0223 §+0,4, -0)

2(102.0)— e
035 o0 o 00.88"(+0.02”, -0")

Pilot light head LED-integrated Monoblock buzzers Monoblock Communication interfaces LPC D...
monoblock pilot lights potentiometer
10.8 . . o
0529 e ﬁ“.‘é‘év) 04y) e ﬁﬁ%‘éﬁ 0b%) Fﬁm R
@ odl @
LPL... LPM... LPC ZS... LPCPA...
Threaded plug for ~ Knob selector Label holder Label Label holder Label
unused drilled holes switch protection e _ . —
(118) | 32 —2 (1;8”) =B 265 15
28| NS NS 2728 = 265 = £
ST 1011 T g 7 R SRy e
PE3e- R R £
8% < =
< g z
LPX A130 LM2T AU185 LPX AU100 LPX AU109 LPX AU105 LPX AU108 LPX AUT14
LM2TA...2... LPX AU112 LPX AU115
LPX AU113 LPX AU118
Rubber boot for flush Rubber boot for Double/triple button boot ~ Rubber boot for Padlockable protection for Cable gland
buttons extended buttons 07— 1687 mushroom-head buttons mushroom-head latch buttons
) (1.217) | (0.66") 415 49 15
13.7 182 1.63") g O CHo4 @
054" (0.72) Y ( (1.93") .77
(054") - ; 7\ :f [ T :qu 1
=8 =5 bei w5 a8 8F
' ) i N g 32 o e
LPX AU13... LPX AU14... LPX AU157 LPX AU167 LPX AU158 LPX P01
Shroud for mushroom-head latch buttons DIN rail adapter
=—60.15 (2.36")4—‘
e ]
N 2
= |
Li?ﬁ (2.95")—J 46.8 (1.847) ~—35—
(1.38”)
LPX AU159 LPX DIN
CONTROL STATIONS WITHOUT ACTUATORS LPZ P2 A5...
LPZ P1 A5... LPZ P2 A8...
LPZ P1 A8... . 004 238 — 72 (2.83") ~—56/(2.20") —=
fa,%a ~ L “\:@ 56 (2.20") S

7 &,
07
Knockout for Q’)’.."" K’\nﬂcsbguetﬁ)r
M16/PG11 (It side)

Knockout for
M20/M25/PG13.5/PG16
(on top and bottom)

(1.38")

35—y

117 (4.617)

—

2%, =
Knockout for “<750 Knockout for
M16/PG11 4 M20/PG13.5
(one/side)

Knockout for
M20/M25/PG13.5/PG16
(on top and bottom)
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7 Pushbuttons and selector switches
PLatifitim series dimensions [mm (in)]

CONTROL STATIONS WITHOUT ACTUATORS
LPZ P3 A8

72 (2.83") 604 238) o
2,% (2.28") 26

56 (2.207)

Knockout for
M20/PG13.5
(tworside)

Lo
g
=
<
=~
=
e

151 (5.94")

2,
Knockout for /0-/)7‘59
M16/PG11 7

Knockout for
M20/M25/PG13.5/PG16
(on top and bottom)

LPZ P5 A8

: 804 (238"
72 (2.83") 58 (2.28") B

&

Knockout fol
M20/PG13.5
(two/side)

208.4 (8.20")
193 (7.607)
220 (8.66")

2,
Knockout for @/ﬁ':‘?
M16/PG11 4

Knockout for
M20/M25/PG13.5/PG16

(on top and bottom)

LPZ P4 A8

'

LPZ P6 A8

I

«Lovato
___electric

) 56 (2.20"
2, N (2207

Knockout for
M20/PG13.5
(two/side)

186 (7.32")

Knockout for /0.9’0

M16/PG11 “

Knockout for
M20/M25/PG13.5/PG16
(on top and bottom)

56 (2.20%)

Knockout for
M20/PG13.5
(tworside)

252 (9.927)

Knockout for
M16/PG11

Knockout for
M20/M25/PG13.5/PG16
(on top and bottom)

CONTROL STATIONS WITH ONE ACTUATOR
LPZ P1B8 01

72(2.83")

Knockout for
M16/PG11
(left side)

LPZ P1 B5 02
r— 72 (2.83")

56 (2.20")

Knockout for
M16/PG11
(left side)

M16/PG11

Top view for LPZ P1...

Knockout for
M20/M25/PG13.5/PG16

(on top and bottom)

7-50

LPZ P1 B8 02

i 72 (2.83") —

LPZ P1B5 03

2
7,

Knockout for
M16/PG11
(left side)
Knockout for
M16/PG11

604 (2.38")

~—258(2.28") 56 (220"

Knockout for
M16/PG11
(left side)

M16/PG11



7 Pushbuttons and selector switches

METAL PUSHBUTTONS AND SELECTOR SWITCHES 8 LM SERIES

Flush pushbutton with contact or lamp-holder elements (direct

8 LM @22mm metal series dimensions [mm (in)]

Flush pushbutton with Faston contact elements

JLovato

___electric

Drillings - Minimum recommended distances
r—50 (1.97")—

or resistor-diode type) or test element
227 . Y
= 22,743 (1.69") 13.8 2 —"(0.897) =43 (1.69") . \
Sl . 2 ol [ BT 88 x
1 00028 mag N . N i (0.04-0.24" max) A : 050 </ 1 =g
f~ ey @ f Pt S { g2
EE) N o= 8% & &z |
"z E S<, sc < Y == 2
L ,,,,,,, l 1 g 1 J
ADD-ON n°1 LM2T AU120 n°1 LM2T AU120 b
ELEMENTS X ©
T | n°1LM2TC..-LM2TE..- LM2TT.. ELS&ENOT'; n°1 LM2T CF... ] O 7N
n°1 LM2T VL230 - LM2T ZL230
n°1 LM2T DL400... - LM2T EL400 T \_/ B
n°1 LM2TL... - LM2T M...
0223 (+0.4, -0)
00.38"(+0.02”,-0")
@ When Faston contacts are used, the vertical
pitch must be 90mm minimum.
Pushbutton actuators
13.8 - 209 — 205 ~—
(0.54”) 0.82" 0.81"
i ool ool
7 e 2,'2 g,’:
= S Sc
&= . |
- - 1 N 1
1
Flush Extended Shrouded
LM2T B1... LM2T B2... LM2T B30...
Push-push Push-push llluminated flush
LM2T Q... LM2T Q2... LM2T BL1...
llluminated extended llluminated push-push
LM2T BL2... LM2T QL1...
Illuminated push-push
LM2T QL2...
Reset buttons (complete unit)
140 max 140 209
([}248) (551" ma) ( 013;7#52)(
Ly : L}
O= £ Q= I3
1 1
020 @20
(0.79") (0.79")
LM2T R1... LM2T R2004
Mushroom-head button actuators
~—355

28.5
—/(1.127)

040
(1.57%)

Spring return Spring return
LM2T B614... LM2T B616... LM
llluminated spring return
LM2T BL614...

338 . 242
ZWLSS" -

Turn key to release
LM2T B654...

J
\V

Turn to release
LM2T B6644

(1.40%)

(157")

R

240
(1.57")

Turn to release

Push-pull llluminated
2T B624... push-pull LM2T B634...
LM2T BL624...

Double-touch actuators with
or without indicator
2 flush buttons

~—54(212)— §

LM2T B71...
LM2T BL71...

Double-touch actuators with
or without indicator
1 flush and 1 extended button

16
(1127 (0.63")

— 12
1(047%)

(@)

LM2T B72... -
LM2T BL72...

54 (212°)— |

Triple-touch actuators with
middle extended button

|

|

285 17.4
T* (1.;2) ( (01423 rFu.ea)
s
BN

LM2T B73...

Drillings - Minimum recommended distances

~—50 (1.97")—

°

(1.18")

9

A

L—424—-
(1.67")

— 80 (3.15") —

a8
N_/

A

0)

022.3 (+0.4, -
90.887(+0.02", -0")
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Selector switch actuators

- 215
(1.08" | §
N e
N 1
Knob llluminated knob
LM2T $§1... LM2T SL1...

7 Pushbuttons and selector switches
8 LM @22mm metal series dimensions [mm (in)]

23.9
- 215 (0.94")
N (1.08") ]
o N
© |
N
Lever Key
LM2T 82 LM2T 83...

Pilot light head

LM2T IL1...

t1

29.8
17

.

- @

JLovato

___electric

Potentiometer drive

568(224)
ey

(1.38")
LM2T P100
LM2T P110

929.8

Joystick with free actuation lever

Joystick with mechanical latch lever

v _ i
0o ge [iliinazpE
al = ? a =
1 L 777777 1
only for Only for
LM2T J40 LM2T J41
LM2T J20... - LM2T J40... LM2T J21... - LM2T J41...
Label holder Label Label holder Label Plastic disk for
0 mushroom-head pushbuttons
298 __ GRERN
(1.177) 275 — 278 275
-~ 278 .0.08) (1.09) _faoe) =
y | (109" -5
- f ==
2 5 g ! r
= I B 2o Q
20,
LM2T AU100 LM2TA... LM2T AU105 LM2T AU10...
LM2T AU112 LM2T AU114
LM2T AU113 LM2T AU115
LM2T AU118
Rubber boot for flush Rubber boot for Double/triple button boot Rubber boot for Threaded plug for Knob selector switch
buttons extended buttons mushroom-head buttons unused drilled holes protection

L 334~
(1.317)

LM2T AU13...

Shroud for mushroom-head latch buttons

L (2.95")—J

46.8 (1.84)

LM2T AU159

LM2T AU14...

30—

(1.18”)

N

55 (2.16") —=

LM2T AU157

DIN rail adapter

TS

5
-~ 35—

(1.38")
LPX DIN

(=45 (1.77) =1
Lg5_4,
58.3 (2.29") —=

_

LM2T AU167

=605 (2.36”)7

LM2T A130

27.5
- (1.08) =~
@ L:A
g3
S
LM2T AU185

Lamp-holder elements
with direct supply or
resistor and diode

element

LED steady or flashing light

LM2T EL400 LM2T L...
LM2T DL400
LM2T ZL230

LM2T VL230

7-52

- LM2T M...

Transformer or flashing
lamp holder element

=51.3 (2.02")

25.2
= (0.99")

424
[uer) ]

LM2T Y

-6 max
1(0.04-0.24” max)

- LIVI2T GL...



7 Pushbuttons and selector switches
Dimensions metal control stations [mm (in)]

Metal control stations
LPZ M1A... LPZ M1 A5P

Ff73 (2.87") 80 (3.15")

LPZ M2 A...

130 (5.127)

LPZ M3 A8

170 (6.69") 156 (6.14”)

80 (3.15")

45 (1.77")

LPZ M4 A8

170 (6.69") 156 (6.14”)

30
(1.187)

LPZ M5 A8

230 (9.05")

218(8.58")

a

r‘i 80 (3.15") 4’1_]

LPZ M6 A8

230 (9.05") 218 (8.58")

)

r‘i 80 (3.15") 4’1_]

30
(1.18")

JLovato
___electric
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7 Pushbuttons and selector switches
Dimensions metal control stations [mm (in)]

LPZM1E...

F— 73 (2.87")

LPZ M4C A8 - LPZ M3 E8
80 (3.15")

130 (5.12)
(1.69)

LPZ M8C A8 - LPZ M5 E8

160 (6.30")

146 (5.75")

160 (6.30")
126 (4.96")

LPZ M12C A8 - LPZ M6 E8
190 748 ——————

r—i 170 (6.69")

LPZ M16C A8 - LPZ M7 E8

.JLovato

electric

LPZ M2 E8
80 (3.15)

130 (5.12")
(1.697)

LPZ M6C A8 - LPZ M4 E8

]|—r7 80 (315")—-‘ ] [ — 73 (2.87") ——‘

230 (9.05")
218 (8.58")

r

Fi 90 (3.54")

r——so (3.54")

250 (9.84”)

-

156 (6.147)

r-i 190 (7.48”) 4-1
)

=
(£,
=Y

236 (9.29")




7 Pushbuttons and selector switches iLovato|
Wiring diagrams —electric

FOR PUSHBUTTONS AND SELECTOR SWITCHES

LPX C10 - LPX E10 - LPX CF10 LPX C10A LPX CO1 - LPX EO1 - LPX CFO1 LPX CO1D LPX CO1SM LPX C02SM
LPX CS10 - LPX CB10 LM2T C10A LPX CS01 - LPX CBO1 LM2T co1D
LM2T C10 - LM2T E10 LPZ P1B... - LM2T C01
3 7 1 5 3 1 3 1
W } S) S \ % S) \ % SIS
4 8 2 6 4 2 4 2
LPM... LPC ZS... LPX T100 LPX T101 LPCPA...
LPXL... LPX T102
| 1
@ n T terrzn1inal terr;zinal
I
X5 1+ 3+ X5 X5 terminal

mobile cursor

LM2T EL400 LM2T ZL230 LM2T YL... LM2T GL... LM2T T100 LM2T L...
LM2T DL400 LM2T M...
X1 X1 X1 X1 X1 X1
|
b
I
X2 X2 X2 X2 X5 X5
TEST
LPC DO1 LPC D03
Front door Rear door Front door Rear door
1 1 ooon
2 2
5 4 5 = 7 2
USBAtype | ¢ 5| USBAtype UsBAtype [, 5| UsBBpe
6 6 6 6
7 7 7 7
8 8 8 8
9 9 9 9
LPC D05 LPC D06
Front door Rear door Front door Rear door
1 1 1 1
-] 3 3 ] 2 RM5 3 3 RM5 =
@ 4 4 @ @ 4 4 S
USB B type 5 5 USB A type 5 5
6 6 6 6
7 7 7 7
8 8 8 8
9 9 9 9
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