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2. Reference's Structure

Order Code Packagingoverpackaging

104558   4547560104558   1   8   RCCB add-on block 2P 125A 30mA type AC
104541   4547560104541   1   8   RCCB add-on block 2P 125A Adjustable type AC
104572   4547560104572   1   8   RCCB add-on block 4P 125A 30mA type AC  

104589   4547560104589   1   8   RCCB add-on block 4P 125A 300mA type AC

104565   4547560104565   1   8   RCCB add-on block 4P 125A Adjustable type AC



3. Characteristics

30mA , 300mA , adjustable 300mA to 1A

RCCB Add-on block for MCB 125A 1045xx             

Characteristics

Pole number
Number of modules
For MCB
Electrical characteristics

Rating current
Rated residual operating current (= residual sensitivity)
Time delay of residual current
Residual current type
Power loss per pole at 125A

Total power loss under In at 125A   
Dissipated energy with cable at 125A

Common electrical characteristics

Voltage rating in AC
Rated insulation voltage

Rated impulse withstand voltage   :   Uimp
Holding the wave of current for the AC version
Holding the wave of current for the ajustable in selectiv position
Frequency
Electrical endurance in number of cycles
Mechanical endurance in number of operations
Useful in regime
Neutral position
Operating temperature
Storage temperature
Residual current with time-delay
Protection index IP
Degree of pollution according to CEI 664
Air humidity protection

Altitude
Environment All climats
Connecting

type of connection
Connection capacity with flexible cable
Connection capacity with rigid cable
Screw head type
Cable material
Torque value for th terminals
Case material
Limit for the incandescent wire test
Mechanism

Thermoplastic (Polyamide) compliance with IEC 695-2-1

0     /     60 mS     /     150 mS

15,3 W
11,25 W

30mA     /     300mA     /     ajustable 300mA-500mA-1A

23 W

250 A

50 / 60 Hz

15 W

5 000 A

3

AC 

30,7 W

3,75 W

230 V  ;  400 V     +10/-15%

7,5 W

500 V

6 KV

80 - 100 - 125A                  2P - 3P - 4P              compliant with B - C - D curves

-25 to 60°C
-25 to 70°C

IT

125 A

2 P 3 P 4 P 
129 10,5

Free tripping

1,000

External parts : 960°C            ,              for the other parts : 650°C

Only copper

S      :   only for the asjustable RCCB

either left or right side 

7,000

IP2X

cage terminals

Nominal : 3,5 Nm     ;     Max : 5,4 Nm

10 to 50 mm²
10 to 35 mm²

2 000 m

PZ2

 : Datasheet AoB 125A Terasaki

 : 3. Characteristics Date    : 20/10/2011



Installation

Mounting
Mouting position Performances are not affected if installed vertically, horizontally or flat
Supply Only on the top of the MCB
Indicator of defect 
Locking 

Weight and dimensions (product)

Copper weight of the product 147 gr 225 gr 312 gr
Weight of the product 555 gr < Weight< 585 gr 670 gr < Weight<< 700 gr 785 gr < Weight< < 830 gr
Width of the  product in mm 160 mm 187 mm 213 mm
Height of the product in mm
Depth of the installed product
Length of the product in mm
RCCB Add-on block packaging and overpackaging

Packaging
Overpackaging
Labels

Packaging label designation
CE marking on label

BLOC DIFFERENTIEL - RCCB ADD-ON BLOCK - BLOCCO DIFFERENZIALE - BLOQUE DIFERENCIAL - BLOCO DIFERENCIAL - FI-BLOCK

CE

103 mm

on Din rail EN50.022-35

2 P

The screws of the MCB have to be tightened

After assembling with the circuit breaker, lock the block by pushing the bolt with a screwdriver 

1x
8x

75 mm
69 mm

3 P 4 P

Yellow marking on the block handle

 : Datasheet AoB 125A Terasaki

 : 3. Characteristics Date    : 20/10/2011



4. Dimensions

4.1.  Dimensions, weight and packaging

Length (A) Height (B) Width (C)

2P 555 to 585 75 102 160 1 8

3P 670 to 700 75 102 187 1 8

4P 785 to 830 75 102 213 1 8

4.2.  Dimensions

2P

3P

Quantity per 

overpackagingNo. of poles Weight (g)

Dimensions (mm) Quantity per 

packaging



4P

Side view



5. Connecting

Possible wire sections

Rigid cables 
section mini : 10mm²

maxi : certified 50mm²
possible 70mm²

Flexible cables with cable end sleeve

section mini : 10mm²+sleeve

maxi : certified 35mm²

possible 50mm²

Tightening torque

nominal torque  : 3 - 5Nm
Tool :  PZ2 screwdriver



6. Tripping

Thresholds and tripping time according to Id 

The operation of differential protection is independent of supply voltage  

Version 30mA fixe :

Current ratings of the breaker 

Standard : 15mA to 30mA

With RCCB add-on block 125A : 16,5mA to 28,5mA

Trip Time :

Version 300mA fixed :

Current ratings of the breaker:

Standars 150mA to 300mA

With RCCB add-on block 125A : 165mA to 285mA

Tripping time 



Adjustable Version:
Current rating of the breaker:

Type 300mA Type 500mA Type 1A

Standard : 150mA to 300mAeff Standard : 250mA to 500mAeff Standard : 500mA to 1Aeff

RCCB add-on block 125A : 170mA to 240mAeffRCCB add-on block 125A : 275mA to 350mAeffRCCB add-on block 125A : 580mA to 650mAeff 

Tripping time :

Time setting of instantaneous position 

Time setting position of 60ms (selective) 

Time setting position of 150ms 



7. Standard & Certificates

Compliance with IEC / EN 60947-2

IEC / EN 61009-1



8. Instruction Sheet

User Instruction for RCCB add-on block 125A : 6B5017





9. Accessories

No accessories available for add-on blocks



10. Product Marking


